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COUNTY OF SAN LUIS OBISPO
DEPARTMENT OF PLANNING AND BUILDING
STAFF REPORT

Promoting the wise use of land

Helping build great communities P LAN N | N G C O M M I S S I O N
' [MEETING DATE CONTACT/PHONE APPLICANT FILE NO.
June 13, 2013 Michael Conger 805-781-5136 County of San Luis LRP2012-00009
mconger@co.slo.ca.us Obispo
SUBJECT

Request by the County of San Luis Obispo for an amendment to Titles 19 (Building and Construction Ordinance), 22
(Land Use Ordinance), and 23 (Coastal Zone Land Use Ordinance) of the County Code in order to (1) implement the
Post Construction Requirements adopted by the Central Coast Regional Water Quality Control Board; and (2) adopf]
revisions to the grading ordinance within the Coastal Zone. This ordinance will implement requirements that are
imposed by mandate of the Regional Water Quality Control Board in order to comply with the Phase-ll National
Pollutant Discharge Elimination System (NPDES) permit for municipal stormwater discharges.

RECOMMENDED ACTION
Recommend to the Board of Supervisors approval of Land Use Ordinance Amendment LRP2012-00009 based on the
findings listed in Exhibit A.

ENVIRONMENTAL DETERMINATION
Sections 1 through 5 and 7 of this ordinance qualify for a Categorical Exemption (Class 8) pursuant to CEQA|
Guidelines Section 15308, because the project is an action undertaken by a regulatory agency to establish procedures|
for the protection of water quality. Regarding Section 6 (Coastal Zone Grading Ordinance), the Environmental
Coordinator found that the previously certified Final Environmental Impact Report (FEIR) is adequate for the purposes
of compliance with CEQA because no substantial changes are proposed in the project which will require major revision
of the previously certified FEIR, no substantial changes occur with respect to the circumstance under which the projec
is undertaken which will require major revision of the previously certified FEIR, and no new information of substantial
importance has been identified which was not known at the time that the previous FEIR was certified.

LAND USE CATEGORY COMBINING DESIGNATION ASSESSOR PARCEL NUMBER  [SUPERVISOR
1 an Not Applicable Not Applicable DISTRICT(S)
All

PLANNING AREA STANDARDS:
Not Applicable

EXISTING USES:
Not Applicable

SURROUNDING LAND USE CATEGORIES AND USES:
Not Applicable

OTHER AGENCY / ADVISORY GROUP INVOLVEMENT:

The project was referred to: Community Advisory Groups, Community Services Districts, Public Works, County Parks,
Cal Fire, Cal Trans, Regional Water Quality Control Board, Air Pollution Control District, CA Fish & Wildlife, US Fish
and Wildlife Service.

TOPOGRAPHY: ' VEGETATION:
Not Applicable Not Applicable

PROPOSED SERVICES: AUTHORIZED FOR PROCESSING DATE:
Not Applicable January 29, 2013

e ——

ADDITIONAL INFORMATION MAY BE OBTAINED BY CONTACTING THE DEPARTMENT OF PLANNING & BUILDING AT:
COUNTY GOVERNMENT CENTER 4 SAN Luis OBISPO 4 CALIFORNIA 93408 4 (805) 781-5600 4 FAX: (805) 781-1242
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PROJECT SUMMARY

Background / History

About once every five years, the State Water Resources Control Board (SWRCB) updates the stormwater
management requirements for cities and counties in California. These requirements are designed to
control against impacts from stormwater discharged through municipal facilities, also referred to as the
Municipal Separate Storm Sewer System (MS4). Stormwater control regulations originate from the
National Pollutant Discharge Elimination System (NPDES), and are essentially mandates with which the
County must comply.

When land is developed and impervious surfaces are introduced, the natural drainage conditions on a
site are substantially changed. These changes can, in turn, impact the hydrology of a watershed. To
avoid these impacts, NPDES regulations require that the County address stormwater management, both
during the construction phase of a project (“construction phase”), and also for the operational life of the
project (“post-construction phase”).

In 2010, grading ordinance updates were adopted by the Board of Supervisors to address construction-
phase stormwater management. This ordinance is already in effect in the inland portion of the County.
The Coastal version of the grading ordinance (excluding changes to agricultural exemptions) is now
proposed for re-adoption. Construction phase impacts are addressed by requiring County review and
approval of a drainage plan, erosion and sedimentation control plan, and a stormwater pollution
prevention plan (SWPPP) in certain cases.

Hydrological changes that last beyond the construction phase must also be addressed with new
development. Examples of post-construction impacts that result from the development of a site could
include the following:
e Volume. The volume of stormwater discharged from a site can increase, as new impervious
surfaces reduce the area where water can percolate into the soil.
e Velocity. The velocity of stormwater can increase, if water is concentrated and discharged at
specific points rather than through sheet flow.
e Direction of flow. The location where stormwater is directed can change based on how a site is
graded and developed.
e Peak flow. The peak flow (i.e. the highest rate of flow) during a storm event is generally
increased, as

The proposed ordinance will apply the post-construction stormwater management requirements
developed for the Central Coast region to both the inland and coastal portions of the County. These
requirements focus on four strategies:
o Site design and runoff reduction. This strategy includes reducing impervious pavement,
retaining natural hydrological functions, and employing good site design practices.
e Water quality treatment. This strategy includes using open vegetated swales or other Low
Impact Development (LID) practices to treat stormwater before discharging.
¢ Runoff retention. This strategy relies largely on retention and infiltration of stormwater.
Facilities to retain and infiltrate must be designed to handle a certain volume of stormwater.
The volume to be retained depends on the site’s hydrologic characteristics. In most cases, it will
be based on retention up to the 95™ percentile storm event.
e Peak management. This strategy seeks to use stormwater devices to mimic pre-development
peak flow conditions.
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ORDINANCE COMPONENTS

The proposed Stormwater Ordinance includes two
components:

1. Post-Construction Stormwater
Requirements

2. Coastal Zone Grading Ordinance
Amendments

3. Modifications to Title 19 (Building and
Construction Ordinance)

PART ONE: Post-Construction Stormwater
Requirements

Background — The County is required to
update its ordinance in order to comply
with  National Pollutant Discharge
Elimination System (NPDES) requirements.
See the adjacent text box for more
information about NPDES.

The Central Coast Regional Water Quality
Control Board (RWQCB) adopted Post-
Construction Requirements (PCRs) in
September 2012. They are expected to
adopt an updated version of the PCRs at a
hearing on July 12, 2013 to be held in
Watsonville.

2-3

ABOUT NPDES

How do we get from the Clean Water Act to this
Ordinance?

The Clean Water Act (CWA) establishes the
National Pollutant Discharge Elimination System
(NPDES). NPDES is the permitting system used to
authorize discharges from industrial, municipal,
and certain agricultural sources.

The County is a municipal discharger subject to
NPDES. Stormwater that enters County facilities is
subsequently discharged into watercourses
protected under the CWA, The County’s
stormwater conveyance system includes any
municipally owned devices that convey water, such
as roads, gutters, and storm drains.

In order to discharge stormwater, the County is
covered under a State Permit. The State Water
Resources Control Board issues a General Permit
for municipal stormwater discharges roughly every
5 years. The County has applied for and received
coverage under this General Permit.

The State Permit requires that the County update
its ordinances. In order to comply with the
General Permit, the County is subject to certain
conditions. These conditions include requirements
for enforceable ordinances that regulate
stormwater discharges from construction projects
and long-term operational (i.e. “post-construction”)
stormwater discharges from urbanized
development.

This ordinance, which is required by the RWQCB Order, would create a process for the County to
review a Stormwater Control Plan (SWCP) for compliance with the PCRs. This means that issues
concerning site hydrology and drainage may need to be addressed much earlier along in the
project review process — preferably before project design. In most cases, it appears the
assistance of a Civil Engineer and/or Geotechnical Engineer may be needed in order to
sufficiently demonstrate compliance with PCRs.

In certain circumstances structural stormwater control measures (SCMs) may be required.
Examples of structural SCMs include retention basins, subterranean infiltration basins, open
vegetated swales, etc. In these cases, a maintenance agreement is required, which would
include a provision for annual certification that the SCMs have been properly maintained and
are functional. The County is then required to compile this data and provide an annual report to
the RWQCB.
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Under the proposed RWQCB Order, this ordinance would be required to go into effect as of
September 6, 2013.

Effect — The ordinance contains the following provisions:

e Applicant must submit a Stormwater Control Plan. As part of the submittal for a new
subdivision, land use permit, grading permit, or construction permit, the applicant must
provide a Stormwater Control Plan. This plan will demonstrate compliance with Post-
Construction Requirements.

e The Stormwater Control Plan is reviewed for compliance with the Central Coast Post-
Construction Requirements. The County reviews the plans to ensure compliance with
the Post-Construction Requirements. Depending on the amount of impervious surfacing
proposed, the following performance requirements can be triggered:

Performance Standard
Impervious Site Design and Water Runoff Peak
Surface Area Runoff Quali Retention Management
Reduction ty 8
22,500sqft )
2 5,000 sq ft
[ ] [ ]

(except SFR1)
215,000 sq ft ) o [ )
222,500sqft o ® L ] e

In most cases, the applicant will require the assistance of a Civil Engineer and/or
Geotechnical Engineer in order to supply the necessary information.

e A maintenance agreement is required for structural stormwater devices. Some
projects will require structural stormwater devices — e.g. retention basins, constructed
wetlands, bioswales, filter strips, etc. Unless adequately maintained over time, these
structures may not function as designed. In order to ensure the long-term functionality
of these devices the applicant will be required to enter into a maintenance agreement.
This maintenance agreement will include annual reporting and certification to the
County. The County, in turn, must report on compliance to the Regional Water Quality
Control Board.

Implementation — In order to implement the Post-Construction Requirements, the proposed
ordinance contains the following sections:

e Section 1: Repeals and replaces Section 22.10.155 of the Land Use Ordinance with
revised language on stormwater management.

e Section 2: Adds/modifies definitions in the Land Use Ordinance

! SFR = Single Family Residence
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e Section 3: Introduces a new Chapter to the Building and Construction Ordinance
containing stormwater management language. This Section will “sunset” upon
completion of the Local Coastal Program Amendement.

e Section 4: Introduces a new Section 23.04.450 to the Coastal Zone Land Use Ordinance.

e Section 5: Adds/modifies definitions in the Coastal Zone Land Use Ordinance.

PART TWO: Coastal Zone Grading Ordinance Amendments

Background - In 2010, the Board of Supervisors adopted comprehensive amendments to both
the inland and Coastal Zone grading ordinances. These amendments were intended to achieve
compliance with construction-phase discharge requirements identified in the County’s 2007
Stormwater Management Program (SWMP). The ordinance has been in effect in the inland
portion of the County since May 2010.

To take effect in the Coastal Zone, the County’s Local Coastal Program (LCP) requires
amendment. The Coastal Commission considered the grading ordinance amendment in August
2012. At that time, the Coastal Commission denied the County’s proposed amendment, and
adopted a revised amendment with 35 modifications. The Board of Supervisors reviewed and
considered the Coastal Commission’s modifications on January 29, 2013, and chose not to
certify the Local Coastal Program Amendment. This choice largely reflected concerns about
modifications to the Coastal Development Permit exemption for agricultural activities.

At this time, we have not been able to reach agreement with Coastal Commission staff regarding
modifications to agricultural grading. As a result, we are proposing to move forward with the
version of the Coastal Commission’s modified version of the Board-adopted ordinance —
excluding any changes to agricultural grading (i.e. retaining the existing exemptions).

The Coastal Zone Grading Ordinance amendments now being proposed reflect the Board of
Supervisors’ original 2010 adoption, along with modifications made by the Coastal Commission.
The topic where the County and Coastal Commission have been unable to reach an agreement is
in regards to agricultural grading activities. As a result, the current proposal no longer includes
modifications to the current agricultural grading exemption in the Coastal Zone. All other
Coastal Commission modifications have been incorporated into the ordinance.

The Board’s adopted resolution explaining the rationale for choosing not to certify the Coastal
Commission’s action is attached in Exhibit H.

Effect — Most of the provisions in the Coastal Zone grading ordinance are functionally similar to
existing grading provisions in the Coastal Zone Land Use Ordinance. These revisions would bring
the Coastal ordinance into relative alignment with the inland ordinance by adding the following
provisions:

Section Description

23.05.020 Purpose and intent of the ordinance.
Purpose and Intent
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Section Description
23.05.022 New standard. Specifies that the landowner is responsible to ensure
Responsibility of the proper grading practices.
Landowner
23.05.024 Describes the scope of the ordinance.
Scope
23.05.026 Requires compliance with building code standards. If standards
Administrative Procedures | conflict, Title 23 shall apply.
23.05.028 Requires a grading permit for all earthwork that is not exempt under
Grading Permit Required | Section 23.05.032.
23.05.030 Defines “grading” and identifies other land use permitting
Grading requirements.
23.05.032 Identifies exemptions from grading permits. The existing agricultural
Exemptions from Grading | exemption is retained in Subsection b(12).
Permits
23.05.034 Alternative Review Program — this section has been removed, as it
[Deleted) pertains to an alternative permitting procedure for agricultural
grading.
23.05.036 Describes the review and approval process. Identifies criteria for
Review, Approval, and approval. Requires environmental review for grading permits.
Permits
23.05.038 Identifies the required contents of grading plans.
Grading Plan
Requirements
23.05.040 Identifies when a drainage plan is required, as well as required
Drainage Plan Required contents.
23.05.042 Identifies when an erosion and sedimentation control plan is required,
Erosion and as well as required contents.
Sedimentation Control
Plan Required
23.05.044 New_standard. Incorporates RWQCB-required construction-phase
Stormwater Pollution stormwater control standards. Requires submittal of a SWPPP. Sets
:re"e_“t:’“ Plan (SWPPP) | the standards for contents and review of SWPPPs.
equire
23.05.046 Requires groundwater recharge measures.
Groundwater Recharge
23.05.048 Sets grading, drainage, and erosion control standards.
Standards
23.05.050 New standard. Includes:
Construction Procedures e Limitation on grading hours
e Dust control standards
e Exportation and importation procedures
¢  Evaluation for Naturally Occurring Asbestos
e Encountering hydrocarbon-contaminated soils
23.05.052 New standard. Identifies required inspections, as well as frequency of
Inspections rainy season inspections.

Page 6 of 179




Planning Commission
Land Use Ordinance Amendment LRP2012-00009

Attachment B-7

2-7

Stormwater Management
Page 7
Section Description
23.05.054 New standard. Allows the Planning Director to waive standards in

Request for Relief from
Ordinance Provisions

limited circumstances where the ordinance standard is impractical,
and the waiver will not diminish health and safety. :

23.05.056 Provides enforcement provisions. Revised language allows for civil
Enforcement and fines of up to $25,000 per violation, consistent with the Clean Water
Interpretation Act.

23.05.057 Encourages the County to develop an education and certification
Education and Outreach program for grading contractors (unfunded).

23.05.058 Identifies the process for setting grading permit fees.

Fees

Implementation — In order to implement the Coastal Zone Grading

e Section 2: Adds/modifies definitions in the Land Use Ordinance

e Section 5: Adds/modifies definitions in the Coastal Zone Land Use Ordinance.

e Section 6: Repeals and replaces the grading ordinance in the Coastal Zone Land Use

Ordinance.

e Section 7: Modifies language in Title 19 (Building and Construction Code) that conflicts
with grading ordinance language.

PART THREE: Modifications to Title 19 (Building and Construction Ordinance)

The Planning Commission makes a recommendation to the Board of Supervisors on any
ordinances affecting Title 22 (Land Use Ordinance) and 23 (Coastal Zone Land Use Ordinance) of
the County Code. Ordinarily, modifications to Title 19 of the County Code are not submitted to
the Planning Commission for a recommendation prior to going to the Board of Supervisors. In
the case of this ordinance package, there are modifications proposed to Title 19 that are directly
related to modifications in Titles 22 and 23. In order to provide a complete project description,
staff has included the following Title 19 amendments with this ordinance package:

e Section 3: The stormwater management requirements from Title 22 and 23 will be
duplicated in Title 19 for an interim period. Coastal Commission action will be required
before the Title 23 components will take effect. This measure is intended to create an
enforceable stormwater management in the Coastal Zone while the Coastal Commission
is processing the Title 23 amendments.

e Section 7: Certain provisions in Title 19 discuss grading permit exemptions and other
grading standards. This language is in conflict with existing language in Title 22 and
proposed language in Title 23. In order to harmonize the three ordinances and remove
conflicts, updates will be required to Title 19.
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DISCUSSION
Locations subject to the Stormwater Ordinance

The Stormwater Ordinance applies only to projects in designated Municipal Separate Storm Sewer
System (MS4) areas. MS4 areas are determined based upon population density and other
characteristics from the 2010 US Census. In general, areas that have an urbanized level of development
(i.e. areas with municipal water service) are considered to fall under an MS4. Presently, MS4 areas in
San Luis Obispo County include:

¢ Allincorporated cities (not subject to County ordinance)

e All unincorporated communities designated with an Urban Reserve Line (URL) in the County

General Plan.
e Some unincorporated villages designated with a Village Reserve Line (VRL) in the County General
Plan.
Villages within MS4 Villages outside of MS4
Black Lake Creston
Callender-Garrett Oak Shores
Garden Farms Pozo
Heritage Ranch San Simeon
Los Berros Whitley Gardens
Los Ranchos/Edna
Palo Mesa
Woodlands

e Some rural areas adjacent to an urbanized community. These areas are shown shaded in the
figures attached to the ordinance.

Figures in the attached ordinance are provided to illustrate areas subject to the stormwater
management ordinance.

Implications of the Stormwater Ordinance

e A Stormwater Control Plan (SWCP) is required.

Most projects in urbanized areas will need to do some level of site analysis in order to complete
the SWCP application. In most cases, an engineer and geotechnical analysis would be needed.
Based on the results, the project design may need to be altered in order to:
o Accommodate appropriately sized stormwater control measures
Reduce the amount of impervious surfacing
Reduce the intensity of development or development footprint
Locate development on poorer soils while leaving permeable soils undeveloped
Retain natural hydrologic features (drainage swales, riparian vegetation, etc.)
Reduce or redirect runoff

O 0 0O OO0
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e The SWCP must demonstrate compliance with the RWQCB performance measures.

Stormwater must be handled using Low Impact Development techniques. Depending upon the
amount of impervious surfacing proposed, various performance standards are triggered. The
Runoff Retention standard, for example, would require storage and infiltration of a certain
volume of stormwater. The SWCP will be reviewed and only approved when the plan can
demonstrate compliance with the Post-Construction Requirements.

o A maintenance agreement may be required.

If structural stormwater control measures are proposed, the applicant must enter into a
maintenance agreement with the County, which will record on the property’s title. The
maintenance agreement obligates the owner to maintain SCMs in functioning order. Annual
certification to the County would also be required. Certification may need to be completed by a
qualified professional.

Options for Alternative Compliance

The Stormwater Management Ordinance will require that most projects accommodate stormwater
management measure on the project site. This can be difficult to accomplish in certain circumstances,
such as in the case of urban infill development. To address these; the RWQCB order allows several ways
for alternative performance standards to be applied:

1. Technical Infeasibility. In some circumstances, a site cannot physically retain and percolate the
required volume of stormwater. This could be due to high groundwater levels, poorly
infiltrating soils, or other limiting factors. In these cases, the County may make a determination
that application of the performance standards is technically infeasible.

The criteria and process for determining technical infeasibility is still under development.
Ideally, infeasibility would be something that could be identified early on in the design process
when the geotechnical analysis is being conducted. The County is required to report on
technical infeasibility determinations annually to the RWQCB. If a project is determined to be
technically infeasible, the runoff retention performance standard is considered met when 10
percent of the site is dedicated to stormwater control measures.

2. Urban Sustainability Area (USA). The County may delineate a USA and submit this request to
the RWQCB for review and approval. A USA must be an urban infill area meeting a designated
level of density or intensity. The criteria have yet to be established, however the draft criteria
proposed are:

o Residential density of at least 30 units per acre.
o Floor area ratio of at least 2:1
o No surface parking.

Based upon the draft criteria, it appears no unincorporated areas in San Luis Obispo County
would qualify for USA designation.
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3. Watershed or Regional Plan. The County may develop a watershed plan or regional plan for a
specific area in the County and submit the plan to the RWQCB for review and approval. The
plan would establish a program for off-site stormwater management, as long as it would be as
effective, or more effective, than on-site stormwater management. Such a plan could be a
precursor to establishing community stormwater facilities, particularly where on-site retention
is not viable or desirable {e.g. within central business districts).

4. Special Circumstances. In some cases, a project’s stormwater will discharge into a channelized
stream, a community storm drain system, or some other specialized facility. In these cases,
runoff retention and peak management performance standards may be modified.

Local Coastal Program Amendment

Stormwater management is a topic that falls under the realm of a Local Coastal Program (LCP). To
amend an LCP, Coastal Commission approval is needed. A Major LCP Amendment can often take two
years to go through the Coastal Commission review and approval process. Because of this, we do not
anticipate the stormwater management standards identified in Section 4 to be in effect by the required
deadline of September 6, 2013.

To avoid this issue, staff proposes to duplicate the stormwater management standards in Title 19, the
Building and Construction Ordinance, which is not a part of the Local Coastal Program, but does apply
Countywide. The ordinance would be written to sunset once the provisions in Section 4 (Coastal Zone
Land Use Ordinance) take effect.

By doing this, we ensure that we have an enforceable ordinance in place both in the inland and coastal
areas of the County, which would satisfy our obligation under the RWQCB. It also allows the LCP
amendment process to move forward, which means the Coastal Commission still retains the authority to
modify components of the ordinance that would affect the Coastal Zone.

GENERAL PLAN CONSIDERATIONS AND CONSISTENCY

The Conservation and Open Space Element contains a number of policies and implementing strategies
that relate to Low Impact Development (LID) and stormwater management. A full discussion is provided
in Exhibit E, attached. The following table summarizes applicable policies from the Conservation and
Open Space Element:

Policy Number Conservation and Open Space Element Policy

Policy BR 4.2 Minimize Impacts from Development

Policy BR 4.4 Vegetated Treatment Systems (Low Impact Development Techniques)
Policy SL 1.3 Minimize Erosion associated with New Development

Policy WR 2.1 Protect Watersheds and Aquifer Recharge Areas

Policy WR 3.1 Prevent Water Pollution

Policy WR 3.2 Protect Watersheds

Policy WR 4.7 Low Impact Development

Policy WR 6.3 Drainage Problems

Policy WR 6.4 Integrated Drainage Approach
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ENVIRONMENTAL REVIEW

The Post Construction Requirements are expected to be adopted by the RWQCB based on a California
Environmental Quality Act (CEQA) exemption in the Porter-Cologne Water Quality Control Act that is
available to regional water board orders.

Sections 1 through 5 and 7 of this ordinance fall under a Class 8 Categorical Exemption from CEQA,
which is available for policies intended for the protection of the environment. This ordinance is
intended to implement NPDES provisions in this County. NPDES is a permitting program under the Clean
Water Act, which is designed to reduce and eliminate discharge of pollutants to waters of the United
States. Therefore, this is an appropriate application of a Class 8 exemption.

The Coastal Zone Grading Ordinance (Section 6) is consistent with a previously adopted Environmental
Impact Report (EIR). The Grading and Stormwater Management EIR (State Clearinghouse Number
2009071013) was certified by the Board of Supervisors on April 13, 2010. The Environmental Impact
Report included adoption of a revised Coastal Zone grading ordinance as part of the project description.
A copy of the Final EIR for Grading and Stormwater Management is available on County Planning’s
website.

REFERRAL COMMENTS RECEIVED

Referrals to commenting agencies were distributed on May 14, 2013. If an extension from the

September 6, 2013 deadline were to be approved by the RWQCB, we anticipate having additional time

to solicit comments from the public prior to a Board of Supervisors hearing.

To date, only one response has been received:

RWQCB— Requested changes to the applicable areas shown in the Public Review Draft. These changes
have been reflected in the Public Hearing Draft attached to this staff report. Figures are
now included in the ordinance to show MS4 areas.

SUMMARY

To summarize, this ordinance package will accomplish the following:

¢ Compliance with a State mandate. The ordinance package before your Commission is needed
in order to comply with a State mandate for construction phase and post-construction
stormwater management.

¢ Implementation of several General Plan policies. The ordinance will implement several of the

policies identified in the Conservation and Open Space Element that promote Low Impact
Development.
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e Application of RWQCB Post Construction Requirements. The ordinance package includes
provisions to adopt post-construction requirements in both the inland and coastal portions of
the County.

e Update of the Coastal Zone grading ordinance. This ordinance package will also update the
Coastal Zone grading ordinance in order to include the same construction-phase stormwater
management requirements that already exist in the inland ordinance.

e Interim placement of RWQCB Post Construction Requirements in Title 19. The Post
Construction Requirements cannot be added to Title 23 of the County Code (Coastal Zone Land
Use Ordinance) without amendment of the Local Coastal Program. To address this, the
requirements will be placed in Title 19 (Building and Construction Ordinance) in the interim. The

-ordinance will include a provision to be removed from Title 19 once the Local Coastal Program

Amendment is completed.
ATTACHMENTS
Exhibit A: Findings
Exhibit B: Public Hearing Draft — Ordinance
Exhibit C: Stormwater Ordinance Referral Project Description
Exhibit D: Draft Post Construction Requirements (PCRs)
Note:  an updated version of this Order will be posted on the RWQCB website around June 26,
2013, ’
Exhibit E: Conservation and Open Space Element Policies
Exhibit F: Board of Supervisors Resolution regarding the Coastal Zone Grading Ordinance
Exhibit G: Acronyms
Exhibit H: Letter from RWQCB regarding implementation of Post Construction Requirements
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EXHIBIT A - FINDINGS

Environmental Determination

A.

Sections 1 through 5 and 7 of this project qualify for a Class 8 Categorical Exemption pursuant to
CEQA Guidelines Section 15308, because the project is an action undertaken by a regulatory
agency to establish procedures for the protection of water quality.

Regarding Section 6 of this project, the Environmental Coordinator found that the previously
certified Final Environmental Impact Report (FEIR) is adequate for the purposes of compliance
with CEQA because no substantial changes are proposed in the project which will require major
revision of the previously certified FEIR, no substantial changes occur with respect to the
circumstance under which the project is undertaken which will require major revision of the
previously certified FEIR, and no new information of substantial importance has been identified
which was not known at the time that the previous FEIR was certified.

Amendment

C.

The proposed amendments are consistent with the Land Use Element and other adopted
elements of the general plan because the changes are consistent with the general goals of the
Land Use Element and the Conservation and Open Space Element.

The proposed amendments are consistent with the guidelines for amendments to the Land Use
Ordinance because the amendments ensure that development will be designed with maximum
consideration of the hydrological characteristics of a site.

The proposed amendments will protect the public health, safety and welfare of the area
residents by allowing for development that is compatible with the existing development of the
surrounding area because the ordinance is designed to reduce or eliminate off-site drainage
impacts resulting from introduction of impervious surfaces.
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Stormwater Ordinance
PUBLIC HEARING DRAFT
County File Number: LRP2012-00009
May 29,2013
ORDINANCE COMPONENTS
SECTION 1 Replaces the existing stormwater ordinance in the inland area.
Pages 1-20 Repeal and replace Section 22.10.155 of the Land Use Ordinance.
SECTION 2 Definitions in the Land Use Ordinance
Page 21 Add definitions to Section 22.80.030.
SECTION 3 Adds the stormwater ordinance to the County Building Ordinance.

Pages 21-22 Add new Chapter 19.09 to the Building and Construction Ordinance
Chapter 19.09 will sunset upon completion of the Local Coastal Program Amendment
SECTION 4 Adds the stormwater ordinance to the Local Coastal Program.
Pages 22-29 Adds new Section 23.04.450 to the Coastal Zone Land Use Ordinance.
This section requires Coastal Commission approval before taking effect.

SECTION 5 Definitions in the Coastal Zone Land Use Ordinance
Pages 30-31 Add definitions to Section 23.11.030.
SECTION 6 Repeals and replaces the Coastal Zone Grading Ordinance.
Pages 31-100 | Replace Sections 23.05.020 through 23.05.059 with new Sections 23.05.020 through
23.05.059.
This section requires Coastal Commission approval before taking effect.
SECTION 7 Removes conflicting language from the County Building Ordinance.

Pages 100-112 | Modify Section 19.03.010.e to defer to the grading ordinances in Titles 22 and 23
where conflicts exist.

22.10.155 — Stormwater Management

A. Putpose. The requitements in this Section are intended to reduce pollutant discharges to the
Maximum Extent Practicable and to prevent stormwater discharges from causing or contributing to 2
violation of receiving water quality standards, also known as post-construction stormwater
management. These requirements also emphasize protecting and, where degraded, restoting key
watershed processes to create and sustain linkages between hydrology, channel geomorphology, and
biological health necessary for healthy watersheds. Maintenance and restoration of watershed
processes impacted by stormwater management is necessary to protect water quality and the
beneficial uses of surface and groundwater.

Public Hearing Draft Stormwater Ordinance May 29, 2013
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B. Applicability.

1. Where applicable. The requitements of this section are applicable only where a project will
drain to those areas designated by the State Water Resources Control Board (SWRCB) as
traditional or non-traditional Municipal Separate Storm Sewer Systems (MS4s), as shown in
Figures 10-5 through 10-13. MS4s consist of areas designated as “urbanized” in the most
recent decennial US Census, as well as other outlying areas with a population of 10,000 or
mote ot a population density greater than 1,000 people per square mile.

Designated MS4 areas include, but are not limited to, the following:
a. All areas within an Urban Resetve Line (URL), as designated in the County General
Plan.
b. All areas within the following Village Resetve Lines (VRLs), as designated in the
County General Plan:
1) Black Lake Village
® Callender-Garrett
3) Garden Farms
“@ Heritage Ranch
(5) Los Berros
(©6) Los Ranchos / Edna
U] Palo Mesa
8 Woodlands
c. Any other areas identified as being subject to the stormwater standards, as indicated
in Figures 10-5 through 10-13.

2. Limited exemption. Projects which have teceived approval of a discretionary land use
permit or land division ptior to September 6, 2012 are exempt from the standards of this
Section, unless such approval has expired.

3. Regulated Projects. Regulated projects include all new development or redevelopment
projects, both discretionary and ministerial, that create and/or replace at least 2,500 squate
feet of impervious sutface (collectively over the entire project site).

Public Hearing Draft Stormwater Ordinance May 29, 2013
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FIGURE 10-5: Stormwater Management: Atascadero, Templeton, Garden Farms
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FIGURE 10-6: Stormwater Management: Avila Beach and Pismo Beach
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FIGURE 10-7: Stormwater Managément: Garden Farms, Santa Margarita, South Atascadero

El.Camnino Real.
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FIGURE 10-9: Stormwater Management: Five Cities Area
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FIGURE 10-10: Stormwater Management: Los Ranchos / Edna, San Luis Obispo
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FIGURE 10-11: Stormwatet Management: Nipomo, Black Lake, Los Berros
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FIGURE 10-12: Stormwatet Management: Northern Nipomo Mesa
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FIGURE 10-13: Stormwater Management: Paso Robles
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FIGURE 10-14: Stormwater Management: Pismo Beach
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FIGURE 10-15; Stormwater Management: San Miguel
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FIGURE 10-16: Stormwatet Management: Shandon
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FIGURE 10-17: Stormwater Management: San Luis Obispo
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FIGURE 10-18: Stormwater Management: Templeton
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C. Stormwater Control Plan (SWCP) Requited. Prior to acceptance of an application for a
construction permit, grading permit, land use permit ot subdivision application associated with 2
Regulated Project, as defined in Subsection A.3, the applicant shall submit a Stormwater Conttol Plan
that demonstrates compliance with the Post Construction Requirements for the Central Coast
Region, adopted by the Central Coast Regional Water Quality Control Board under Order R3-2013-

0032.
1. Site Design Checklist. The SWCP for all projects subject to this Section shall demonstrate
that the following design strategies have been pursued in order to reduce runoff:
a. Limit disturbance of creeks and natural drainage features.
b. Minimize compaction of highly permeable soils.
c. Limit clearing and grading of native vegetation at the site to the minimum atea
needed to build the project, allow access, and provide fire protection.
d. Minimize impervious surfaces by concentrating improvements on the least-sensitive
portions of the site, while leaving the remaining land in natural, undisturbed state.
e Implement at least one of the following strategies:

® Direct roof runoff into cisterns, rain batrels, underground storage, ot a
sitnilar mechanism for reuse.

@) Direct roof runoff onto vegetated areas safely away from building
foundations and footings, consistent with the California Building Code.

3) Direct roof runoff from sidewalks, walkways, and/ot patios onto vegetated
areas safely away from building foundations and footings, consistent with
the California Building Code.

“ Direct runoff from driveways and/or uncovered patking lots onto
vegetated areas safely away from building foundations and footings,
consistent with the California Building Code and Title 19 of the County
Code.

5) Construct bike lanes, driveways, uncovered parking lots, sidewalks,
walkways, and patios with permeable surfaces.

2. Plan documents and details. The SWCP for all Regulated Projects, as defined in
Subsection A.3, shall provide the following documents and details:
a. Project name, application number, location, and assessor’s patcel number.
b. Name of the applicant.
c. Identification of which project phase, if the project is being constructed in phases.
Public Hearing Draft Stormwater Ordinance May 29, 2013
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d. Project type (e.g. commercial, industrial, multi-unit residential, mixed use, public)
and description.

e Total project site area.

£ Total new impervious surface area, total replaced impervious surface area, total new

petvious atea, and calculation of Net Impetvious Area.

g Identification of all structural and non-structural Best Management Practices
(BMPs) proposed as patt of the stormwater conveyance system.

h. A certification from a qualified professional (e.g. a Registered Civil Engineer,
licensed architect, or other individual deemed to be qualified by the Director) that
appropriate Best Management Practices (BMPs) have been incorporated into the
plan to the maximum extent practicable.

L A preliminary drainage plan, consistent with of Section 22.52.110.

J- A preliminary etosion and sedimentation control plan, consistent with Section
22.52.120.

k. If needed to demonstrate compliance with the stormwater quality standards in

Subsection D, drainage calculations prepared by a Registered Civil Engineer.

D. Stormwater Quality Standards. Stormwater Control Plans shall be reviewed for consistency with
the post-construction stormwater control standards identified in Central Coast Regional Water
Quality Control Board Order R3-2013-0032, or subsequent amendments thereto. Standards
contained in this order include, but are not limited to, the following:

1. Site Design. All Regulated Projects, as defined in Subsection A.3, are subject to this
standard.

2. Water Quality Treatment. All projects resulting in at least 5,000 square feet of net
impervious area, other than single-family residences, shall comply with this standard. Single-
family residence projects shall comply with this standard if they involve at least 15,000
square feet of impervious area.

3. Runoff Retention. All projects resulting in at least 15,000 square feet of net impervious
area shall comply with this standard.

4. Peak Management, All projects resulting in at least 22,500 square feet of net impervious
area shall comply with this standard.

5. Special Circumstances. Projects subject to the performance standards identified in
Subsection D.3 and D.4, but discharging to watercourses with special circumstances.

E. Source Control Standards for Specific Uses. The Stormwater Control Plan must address source
control of any applicable pollutants associated with the proposed use that could enter the stormwater
conveyance system. The following source control Best Management Practices (BMPs) are required
for projects that propose any of the following features:

Public Hearing Draft Stormwater Ordinance May 29, 2013
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1. Outdoor material storage. Where proposed projects include outdoor storage areas for
storage of materials that may contribute pollutants to the stormwater conveyance system, the
following structural or treatment BMPs are required:

a. Materials with the potential to contaminate stormwater must be:
® Placed in an enclosure such as, but not limited to, a cabinet, shed, ot similar
structure that prevents contact with runoff or spillage to the stormwater
system; ot
) Protected by secondary containment structures, such as berms, dikes, or
cutbs.
b. The material storage area shall be sufficiently impervious to contain leaks and spills.
c. Where secondary containment is necessaty, storage areas shall have a roof or awning

to minimize collection of stormwater, or another approved method.

d. For storage areas involving the storage of motor vehicles, site design shall comply
with Subsection E.7. '
2. Loading and unloading dock areas. To minimize the potential for material spills to be

transpotted to the stormwater conveyance system, the following is required:

a. Loading dock areas shall be covered, or drainage shall be designed to minimize run-
on ot runoff of stormwater; and

b. Connections to storm drains from depressed loading docks (truck wells) are
ptohibited. An apptroved structural soutce control measute and/or treatment
control measure shall be used to prevent stormwater pollution.

3. Repair and maintenance bays. To minimize the potential for oil/grease, car battery acid,
coolant, and gasoline to be transported to the stormwater conveyance system, design plans
for repair/maintenance bays shall include the following: '

a. Repair/maintenance bays shall be indoots or designed in such a way that does not
allow stormwater run-on or runoff; and

b. The drainage system for the tepait/maintenance bays shall be designed to captute all
washwater, leaks, and spills. Drains shall be connected to a sump for collection and
disposal. Direct connection to the storm drain system is prohibited. If required by
the Regional Water Quality Control Boatd, an Industrial Waste Discharge Permit
shall be obtained.

4. Vehicle and equipment wash areas. To minimize the potential for metals, oil/grease,
solvents, phosphates, and suspended solids to be transported to the stormwater conveyance
systemn, the area for washing/steam cleaning of vehicles and equipment shall be designed to
the following specifications:

Public Hearing Draft Stormwater Ordinance May 29, 2013
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a. Self-contained and/ot covered, equipped with a clarifier, or other pre-treatment
facility; and
b. Propetly connected to a sanitary sewet or other approptiately permitted disposal
facility.
5. Restaurants. An area for washing/steam cleaning of equipment and accessories shall be

included on the plans. To minimize the potential for metals, oil and grease, solvents,
phosphates, and suspended solids to be transported to the stormwatetr conveyance system,
the area for washing/steam cleaning of equipment and accessories shall be designed to the

following specifications:

a. Self-contained, equipped with a grease trap, and propetly connected to the sanitary
sewer; and

b. If the wash area is to be located outdoors, it must be covered, paved, have

secondary containment, and be connected to the sanitary sewer or other

approptiately permitted disposal facility.

6. Fueling areas. To minimize the potential for oil/gtease, solvents, car battery acid, coolant,
and gasoline to be transported to the stormwater conveyance system, the project plans shall
include all of the following BMPs:

a. The fuel dispensing area shall be covered with an overhanging roof structure or
canopy. Provide containment limits on the plans (i.e. grade break, betm, etc.). The
canopy’s minimum dimensions shall be equal to or greater than the containment
limits. The canopy shall not drain onto the fuel dispensing area, and the canopy
downspouts shall be routed to prevent drainage across the fueling area.

b. The fuel dispensing area must be paved with Portland cement concrete (ot
equivalent smooth impetvious sutface), and the use of asphalt concrete shall be
prohibited.

c. The fuel dispensing area must have a two percent minimum slope to prevent

ponding, and must be separated from the rest of the site by a grade break that

prevents run-on of stormwater to the maximum extent practicable.

d. At a minimum, the concrete fuel dispensing area must extend 6.5 feet from the
corner of each fuel dispenset, or the length at which the hose and nozzle assembly
may be operated plus 1 foot, whichever is less.

7. Parking lots. Parking lots with an area of 5,000 square feet or more, ot 25 parking spaces
or more, shall minimize potential fot oil, grease, and other water insoluble hydrocarbons
from vehicle drippings and leaks from entering the stormwater conveyance system. Plans

shall provide for the following:
a. Ttreat to remove oil and petroleum hydrocarbons; and
b. Ensure adequate operation and maintenance of treatment systems, particulatly

sludge and oil removal and system fouling and plugging prevention control. At a

Public Hearing Draft Stormwater Ordinance May 29, 2013
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minimum, this shall include a maintenance program which is funded and carried out

by the property owner.

F. Maintenance. Long-term maintenance of BMPs shall be established through the recordation of a
maintenance agreement and/or Covenants, Conditions, and Restriction (CC&Rs), unless the project
does not include structural or treatment control BMPs. This agreement shall be recorded prior to or
concurrent with issuance of a construction permit. In otdet to verify that BMPs will be maintained,
the agreement shall do the following:

1. Designate responsibility. Identify the pérty who is responsible for long-term maintenance
of structural and treatment control BMPs.

2. Addtress transfer of responsibility. Address how BMPs will be maintained once propetty
has been transferred to private landowners, 2 homeowners association, or a public entity.

3. Reference educational materials. Educational materials shall be required to accompany
the first deed transfer. These materials shall provide information on what stormwater
management facilities are present, signs that maintenance is needed, how the necessaty
maintenance can be performed, and assistance that the applicant can provide to the new
landowner. The transfer of this information shall also be required with any subsequent sale
of the property.

4. Address operations and maintenance teporting. Address how and when long-term
operations and maintenance will be verified and reported to the County.

G.  Alternative Compliance. The alternative compliance process specified in Central Coast Regional
Water Quality Control Board Otder R3-2013-0032 may be followed at the discretion of the Director.
Such a process may be available in the following circumstances:

1. Special Circumstances. Where the project discharges to receiving waters with special
circumstances (e.g. highly altered channels, intermediate flow control facilities, and historic
lakes and wetlands). In these cases, projects may follow the performance standard identified
in Subsection D.5 rather than the petformance standards in Subsections D.3 and D.4.

2. Technical infeasibility. Where technical infeasibility limits or prevents the use of
sttuctural stormwater control measures.

3. Approved watershed or regional plan. Whete the project falls under a watershed ot
regional plan that has received approval from the Executive Director of the Central Coast
Regional Water Quality Control Board.

4. Approved utban sustainability atea. Utrban infill redevelopment projects located within
an Utban Sustainability Area that has been approved by the Executive Director of the
Central Coast Regional Water Quality Control Board.

5. Other circumstances. In other circumstances as approved by the Executive Director of
the Central Coast Regional Water Quality Control Board.
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Add the following definitions:

Maximum Extent Practicable (MEP). A standard for water quality Best Management Practices
(BMPs) established as part of the National Pollutant Discharge Elimination System (NPDES) that
requites consideration of technical feasibility, cost, and benefit derived. The burden of proof is on
an applicant to demonstrate compliance with MEP by showing that a BMP is not technically feasible
ot that BMP costs would exceed any benefit to be derived. '

Net impervious area. The total post-project impervious surface area (including both new and
teplacement surface atea), mitus any reduction in total imperviousness from the pre-project to the
post-project condition.

Net Impervions Area = (New and Replaced Impervions Area) — (Reduced Impervions Area Crediz),
where Reduced Impervions Area Credit is the total pre-project to post-project reduction in
impervious area, if any.

Delete the following definitions:

Regulated Development

Redevelopment

Modify the following definitions:

Stormwater Quality Plan (SWQP) to be tenamed as Stormwater Control Plan (SWCP)

Chapter 19.09 Stormwater Management

Section 19.09.010 — Stormwater Management.
Language is identical to the language in Section 1, with the following change:

Figures 4-A through 4-G in Section 3 (Coastal Zone) are added to Figures 10-4 through 10-13 and
renumbered accordingly.

Section 19.09.020 — Definitions.

Public Hearing Draft Stormwater Ordinance May 29, 2013
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The following terms are defined for the purpose of this Chapter:

Net impervious area. The total post-project impervious sutface area (including both new and
replacement surface area), minus any reduction in total imperviousness from the pre-project to the
post-project condition.

Net Impervions Area = (New and Replaced Impervions Area) — (Reduced Impervious Area Crediz),
whete Reduced Impervions Area Credit is the total pre-project to post-project teduction in
impetvious area, if any.

NOTE: The Local Coastal Program must be amended before Section 3 will take effect.

23.05.450 — Stormwater Management

Language is identical to the language specified in Section 1 with the following changes:
Subsection B.1 is replaced as follows:

1. Whete applicable. The requirements of this section ate applicable only where a project will
drain to those areas designated by the State Water Resources Control Board (SWRCB) as
traditional or non-traditional Municipal Separate Storm Sewer Systems (MS4s), as shown in
Figures 4-A through 4-G. MS4s consist of areas designated as “urbanized” in the most
recent decennial US Census, as well as other outlying ateas with a population of 10,000 or
mote o a population density greater than 1,000 people per squate mile.

Desigﬁated MS4 areas include, but are not limited to, the following:

a. All areas within an Urban Reserve Line (URL) or the Callender-Garrett Village
Reserve Line (VRL), as designated in the County General Plan.
b. Any other areas identified as being subject to the stormwater standards, as indicated
in Figures 4-A through 4-G.
Public Hearing Draft Stormwater Ordinance May 29, 2013
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Figure 4-A: Stormwater Management — Cambria
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Figure 4-B: Stormwater Management — Cayucos
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Figure 4-C: Stormwater Management — Los Osos
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Figure 4-D: Stormwater Management — Motro Bay
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Figure 4-E: Stormwater Management — Oceano
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Figure 4-F: Stormwater Management — Avila Beach

Source: San Luis Obispo County Planning and Building Department, 2010 Census
Map created May 21, 2013
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Figure 4-G: Stormwater Management — Pismo Beach

Source: San Luis Obispo County Planning and Building Department, 2010 Census
Map created May 21, 2013
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NOTE: The Local Coastal Program must be amended before Section 7 will take effect.

Best Management Practices (BMPs). Best management practices means schedules of activities,
prohibitions of practices, maintenance procedures, and other management practices to prevent or reduce
stormwater pollutions. BMPs also include treatment requirements, operating procedures, and practices to
control plant site runoff, spillage or leaks, sludge or waste disposal, or drainage from raw material storage.

Excavation. Any activity by which earth, sand, gravel, rock or any other similar material is dug into, cut
quatried, uncovered, removed, displaced, relocated or bulldozed and shall include the conditions resulting
thereof. Excavation excludes cultivation activities, including disking, harrowing, raking or chiseling, planting,
plowing, seeding, ot othet tilling. '

Impervious. A sutface that is incapable of being penetrated or passed through.

Low Impact Development (LID) Handbook. The County of San Luis Obispo Low Impact Development
Handbook, which has been adopted by resolution of the Board of Supervisors after a duly noticed public
hearing. Untl such a time as the LID Handbook is adopted, the reference manual(s) identified by the
Director of Planning and Building may be used to guide Low Impact Development design.

Maximum Extent Practicable (MEP). A standard for water quality Best Management Practices (BMPs)
established as patt of the National Pollutant Discharge Elimination System (NPDES) that requites
consideration of technical feasibility, cost, and benefit detived. The burden of proof is on an applicant to
demonstrate compliance with MEP by showing that a BMP is not technically feasible or that BMP costs
would exceed any benefit to be derived.

Municipal Separate Storm Sewet System (MS4). See "stormwater conveyance system.”

Native Vegetation. Plants such as trees, shrubs, herbs, and grasses that grew naturally in San Luis Obispo
County before European artival; plants from other parts of the United States or from other countties ate not
considered native.

Net impervious atea. The total post-project impetvious sutface area (including both new and replacement
surface area), minus any reduction in total imperviousness from the pre-project to the post-project condition.

Net Impervious Area = (New and Replaced Impervious Area) — (Reduced Impervions Area Crediz), whete
Reduced Impervions Area Credit is the total pre-project to post-project reduction in impervious area,
if any.
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Permit, General Construction. The National Pollutant Dischatge Elimination System (NPDES) General
Permit (No. CAS000002) issued by the State Water Resources Control Board, including subsequent
amendments or modifications.

Permit Holder. The landowner and/or responsible party acting on behalf of the landowner.

Rangeland Management. Any modifications to the land designed to improve forage for domesticated
livestock.

Site Disturbance. Any activity that involves clearing, grubbing, grading, or disturbances to the ground such
as stockpiling or excavation

Stormwater Conveyance System. A conveyance or system of conveyances (including roads with drainage
systems, municipal streets, catch basins, cutbs, gutters, ditches, manmade channels, or storm drains) that are:
Owned and operated by the County of San Luis Obispo;

Designed or used for collecting or conveying storm water;

Not a combined sewer; and
Not patt of a Publicly Owned Treatment Works (POTW) as defined by 40 Code of Federal
Regulations §122.2.

el

Storm Event. A rainfall event that produces mote than 0.1 inch of precipitation and which is separated from
the previous stotm event by at least 72 hours of dry weather.

NOTE: The Local Coastal Program must be amended before Section 4 will take effect.

23.05.020 - Purpose and Intent

Sections 23.05.020 through 23.05.058 shall hereafter be referred to as the Grading Ordinance. The purpose
of the Grading Ordinance is to establish standards to safeguard the public health, safety and general welfare;
minimize erosion and sedimentation; minimize fugitive dust emissions; prevent the loss of agricultural soils;
reduce the harmful effects of stormwater runoff; encourage groundwater recharge; protect fish and wildlife;
reduce hazards to life and propetty; reduce drainage problems from new development; enhance slope
stability; protect natural, scenic, and cultural resources; prevent environmental damage to public and private
propetty; and to otherwise protect the natural environment. The Grading Ordinance addresses compliance
with the National Pollutant Dischatge Elimination System (NPDES) Phase IT stormwater regulations and sets
forth local stormwater requirements, to avoid pollution of watetcourses with sediments or other pollutants
genetated on ot caused by surface runoff on or across construction sites.
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23.05.022 - Responsibility of the Landowner

Each landowner has the responsibility or duty before, during, and after construction or site disturbance
activities, to ensure compliance with this code. The landownet also has a responsibility to ensure compliance
with local, state, and federal permitting requirements. No apptroval shall exonerate the landowner or his
agent(s) from the responsibility of complying with the provisions and intent of the Grading Ordinance and
other state or federal requirements.

23.05.024 - Scope

The Grading Ordinance sets forth standards, including the incorporation of Best Management Practices
(BMPs), to control all grading, excavations, and earthwork. The Grading Ordinance also provides for the
approval of plans and inspection of grading construction and BMPs. In the event of any conflict between the
provisions of the Grading Ordinance and state law, the more restrictive requirement shall apply. Agticultural
grading, whether exempt ot requited to be permitted by the Grading Ordinance, may be exempted from
NPDES Phase II requitements, putsuant to Section 23.05.044.b(3).

No work subject to the provisions of the Grading Ordinance shall be commenced, maintained or completed
in violation of these regulations.

23.05.026 - Administrative Procedures

All grading activities shall be in compliance with the provisions of 1997 Uniform Building Code Appendix
Chapter 33, the currently adopted California Building Code, and adopted Appendices, which are hereby
adopted and incorporated into this Title by reference as though they were fully set forth herein. In the event
of any conflict between the provisions of the Grading Ordinance and the Uniform Building Code or
California Building Code, this Title shall apply.

23.05.028 - Grading Permit Required

Where not otherwise exempt by Section 23.05.032 (Exemptions from Grading Permits), a grading permit
shall be obtained whete grading is to occur meeting the definition set forth in Section 23.05.030 (Grading). A
separate permit shall be requited for each site and shall cover both excavations and fills. Contiguous sites
being graded as one integrated project may be considered one site, as deemed appropriate by the Director, in
order to enforce the tequitements of the Grading Ordinance.

Even those activities that do not constitute grading as defined in the Grading Ordinance, ot are exempt from
grading permits, may be subject to other applicable sections in this ordinance. This includes requirements,
such as preparation and approval of an erosion and sedimentation control plan, drainage plan, and/or
stormwater pollution prevention plan.
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In granting any permit in compliance with the Grading Ordinance, the Director and, where provided, the
Public Works Director, may impose conditions as necessary. These conditions may include requiring a
licensed contractor to petform the wotk or a licensed professional (e.g. civil engineer, geotechnical engineer,
etc.) to prepare plans or technical reports in order to prevent creation of a nuisance or a hazard to public
health, public safety, or public ot private propetty, or to assute conformity to the County General Plan.

23.05.030 - Grading

a, Grading. For the purposes of the Grading Ordinance, "grading" is defined as all earthwork, which
may involve one or mote of the following activities: excavations, cuts, fills, dams, resetvoirs, levees,
impoundments, diking, dredging, botrow pits, stockpiling, compaction of fill, or removal of
vegetation. Cultivation activities, including disking, harrowing, raking or chiseling, planting, plowing,
seeding, or other tilling are not considered grading and are not regulated under this ordinance. A
grading permit is required unless the project qualifies for an exemption or constitutes agricultural
grading as set forth in Section 23.05.032.

b. Additional permitting requirements. Grading may require a land use permit or variance under the
following circumstances:

()] Site disturbance. For projects subject to Chapter 23.03, grading may require land use
permit approval based upon the amount of site distutbance. The land use permit thresholds
are established in Section 23.03.042 (Table 3-A).

) Slopes. Grading shall be limited to slopes of less than 20 petcent, except whete any of the
following occur:

@) Grading adjustment. Grading on slopes between 20 petcent and 30 petcent may
occur by Minor Use Permit or Development Plan approval, subject to the following:

(a) The applicable review body has considered the specific charactetistics of the
site and surrounding area, including: the proximity of nearby streams or
wetlands, erosion potential, slope stability, amount of grading necessary,
neighborhood drainage characteristics, and measures proposed by the
applicant to reduce potential erosion and sedimentation;

(b) Grading and erosion control plans have been prepared by a registered civil -
engineer and accompany the request to allow the grading adjustment;

(c) It has been demonstrated that the proposed grading is sensitive to the
natural landform of the site and surrounding area;

(d) It has been found that there is no feasible method of establishing an
allowable use on the site without grading on slopes between 20 and 30
percent.
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(ii) Variance. The applicant has obtained Vatiance approval pursuant to Section
23.01.045 to allow grading on slopes of 30 percent or greater; or

(iiiy  Agricultural use. The grading is exclusively for one or more of the following
agricultural uses:

(a) An exempt agticultural accessoty structure as defined in Section
19.02.020.c.14 of the Building and Construction Ordinance (amending
Section 105.2 of the California Building Code);

(b) Crop production ot grazing.

(<) Any agricultural roads used exclusively for the purposes set forth in
Subsections b(2)(iii)(a) and b(2)(iii) (b).

While Subsection b(2)(ii) exempts the above agricultural uses from the 30 petcent
slope limitation, this Subsection shall not be construed to exempt any uses from the
requirement of obtaining a grading permit.

c. Grading adjacent to Environmentally Sensitive Habitats. Grading shall not occur within 100
feet of any Environmentally Sensitive Habitat except:

@ Where a setback adjustment has been granted as set forth in Sections 23.07.172.d(2)
(Wetlands) or 23.07.174.d(2) (Streams and Ripatian Vegetation) of this title; or

) Within an utban setvice line when grading is necessaty to locate a principally permitted use
and whete the approval body can find that the application of the 100-foot setback would
render the site physically unsuitable for a principally permitted use. In such cases, the 100-
foot setback shall only be reduced to a point where the principally-permitted use, as
modified as much as practical from a design standpoint, can be located on the site. In no
case shall grading occur closer than 50 feet from the Environmentally Sensitive Habitat or as
allowed by planning atea standard, whichever is greater.

d. Coastal Development Permit. Where a grading permit application proposes a project that is not
otherwise subject to land use petmit requitements of Chapters 23.03 or 23.08 or other applicable
sectons of this Title, grading permit approval certifies that the proposed project will satisfy
applicable provisions of this Title and thereby constitutes approval of a Coastal Development Permit.
Whete a grading permit is appealable to the Coastal Commission pursuant to Section 23.01.043,
Minor Use Petmit approval is also required as set forth in Section 23.02.033.
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23.05.032 - Exemptions from Grading Permits

Note: While the activities nnder this section are exempted from a grading permit for the purposes of this County’s ordinance, they
are not exempted from coastal development permit requivements. In addition, the owner and/ or applicant should undersiand that
permits may be required by other regulatory agencies, including, but not lmited to, the California Department of Fish and Game,
Regional Water Quality Control Board, Army Corps of Engineers, U.S. Fish and Wildlife Service, or the California
Department of Forestry (Cal Fire). Additionally, grading projects involving work within a state or County right-of-way may
require encroachment permit approval.

a. Minimum requirements to determine exempt status. The following considerations must be
addressed in determining if grading activities qualify for an exemption:

¢y Grading activities are not exempt within a geologic study area and/or flood hazard
combining designations as shown in the Land Use Element. Agricultural grading as provided
by Subsections b and ¢, and geotechnical/geologic exploration activities ate not subject to
this limitation

) Grading activities shall receive all necessary approvals from other County, state, or fedetal
agencies, regardless of whether the activity is exempt undet the Gtading Ordinance.

3) Activities exempted under this section are still requited to incorpotate all reasonable
measures to ensure against erosion and sedimentation both duting and after such activities.
In all cases, any grading activities which could result in a hazardous condition are not exempt
from grading permit requirements. A hazardous condition exists when activities create a
hazard to life and limb, endanger property, adversely affect the safety, use or stability of a
public right-of-way or drainage channel, or create a significant envitonmental impact.

O] Grading activities are not exempt for any site work occutring within 100 feet of
Environmentally Sensitive Habitat Areas or within in any atea designated as appealable
putsuant to Section 23.01.043, except under any of the following citcumstances:

@) A prtior land use permit and coastal development petmit have been issued for the
proposed activity and are still valid; or

(i) The activity is not considered development under Section 23.03.040.a.

5) Grading activities are not exempt from grading permit requitements under Subsections b
and c in the coastal zone, except under the following circumstances:

@) A prior coastal development permit has been issued for the proposed activity; ot

(ii) The activity is not considered development under Section 23.03.040.a.
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b. Exempt grading. The following grading does not requite a grading permit if it meets the minimum
requirements of Section 23.05.032.a. Exempt grading activites must employ approptiate
sedimentation and erosion control measutes:

O

@

6

@

®

©)

Projects involving minimal site disturbance. Small projects which adhere to g/ of the
following limitations:

@) No more than 50 cubic yards. The amount of matetial, measuted cumulatively
(adding together all proposed earthwork) for any of the activities described in
Section 23.05.030.a is less than or equal to 50 cubic yards.

(ii)  Removal of vegetation. No more than one-half acre of vegetation removal would
occut.

Vegetation removal is calculated based on the total atea of a site which will lack soil

~ cover (ie. “bare soil”) at any given time. Areas subject to previous vegetation
removal are not included in this calculation where permanent revegetation with
native plants has already achieved a minimum of 70 percent coverage.

Note: The grading thresholds specified in Subsections b(1)(i) and b(1)(#) above are to be measured
cumulatively for each project. A project may not be broken down into smaller components with the intention
of avoiding a grading permit. _Activities progressing towards a common endeavor are considered a single

project.

Excavations below finish grade. The excavation of matetials below finished grade for
tanks, vaults, basements, retaining walls, swimming pools, or footings of a building or
structure, where such excavations are authorized under the provisions of a valid building
permit. This does not exempt any fill made with the material from the excavation.

Cemeteties. Cemetery graves, excavation, or fill within a propetty used ot to be used for
cemetery purposes is exempt. Grading that is intended to suppott structures ot that will
affect natural drainage patterns does not fall under this exemption.

Flood control maintenance. Maintenance and construction work within the presctibed
easements of the San Luis Obispo County Flood Control and Water Conservation District
as long as width, height, length or capacity is not increased.

Public work projects. Public works projects constructed by the County ot its contractots,
including those activities as provided by Section 23.03.040.d(8).

Refuse disposal. Refuse disposal sites approved by the County Health Depattment under
the authority of Public Resources Code Sections 40000 et seq.
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) Sutface mining. Surface mining operations approved in compliance with Sections
23.08.170 et seq. (Surface Mining). Commertcial mines which are planned for conversion to
on-site only use shall requite reclamation in accordance with the approved reclamation plan.
Continuing non-commercial operation aftet reclamation shall require that a grading permit
be obtained.

®) Conservation, restoration, and enhancement projects. A soil, watet, and/or wildlife
consetvation or enhancement project for which a California Department of Fish and Game
Alteration Agreement and/or Army Corps of Engineers permit has been secured and which
has a design prepared or approved by, and is inspected and certified by a Resource
Conservation District, the U.S. Natural Resoutrces Conservation Service or the State of
California, Depattment of Water Resoutces, ot the Central Coast Regional Water Quality
Control Board.

&) Vegetation clearance for fire safety. Clearing of vegetation, (not to include tree removal
ot removal of vegetation and wildlife protected by County, state, or federal statutes as rare,
threatened or endangered) in compliance with CalFire recommendations for fuel reduction
ot firebreaks for forestry or fire protection purposes. Tree removal is governed by Sections
23.05.060 et seq. Refer to Section 23.03.042 (Table 3-A), if applicable, for specific land use
permit requirements which apply to vegetation removal. Best management practices must
be applied to avoid erosion and sedimentation.

(10) Improvement plans. Construction of, or excavations or fills for roads, drainage, and
utilities associated with improvement plans for final subdivision maps or public projects
within the County-maintained road tight-of-way approved by the County Public Works
Department, if consistent with the standards, guidelines and provisions identified in the
Grading Ordinance.

(11)  Exploratory excavations and public utility connections. The following exploratory
excavations ot fills where the natural slope of the site does not exceed 20 percent and where
effective erosion and sedimentation control measures are used in compliance with Section
23.05.042 to protect, restore, and revegetate all disturbed areas with native plants within 45
days after the completion of work or before October 15. This 45 day period may be
extended where work is completed eatlier in the year and an extension is necessary for
rainfall to assist onsite revegetation. In order to qualify for this exemption, the proposed
grading shall comply with the following, as applicable:

@) Excavation ot fill shall not result in impacts to archaeological resources or the
removal of trees or native riparian or wetland vegetation, or rare, threatened or
endangered species. After consultation with the Environmental Coordinator, on-
site monitoting may be requited. This exemption shall not apply within an
archaeologically sensitive area as shown in the Land Use Element.

(ii) Excavations for wells and water pipeline maintenance (not to include grading for
road wotk), distutbing an area that does not exceed an aggregate area of 1,000
square feet ot exceed a total grading amount (cut plus fill) of 50 cubic yards.
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(i)  Excavaton for temporary holes or trenches for geological, geotechnical and
archaeological exploration, (not to include construction or modification of required
access roads) performed under the direction and supervision of a soil engineer,
engineering geologist or (where applicable) an atchaeologist. The work shall not
affect or distutb areas greater than 3,000 square feet in size, shall not cumulatively
involve more than 50 cubic yards of material associated with preparing the site for
exploration, and shall be protected as tequited by occupational safety and health
agency standards.

(iv)  Excavations for the installation, testing, maintenance, or replacement of distribution
or setvice faciliies for utilities regulated by the California Public Utilities
Commission, including electrical, water, or natural gas lines (not to include
construction ot modification of requited access roads).

\2) Excavation and fill of ttenches for utility lines not exceeding 24 inches in width or
an average of five feet in depth, or holes for utility poles or anchors and limited
accessory grading.

(vi) Initial excavation and fill necessary to effect such temporary repair or maintenance
of oil, gas and utility lines as can be completed within seven days of commencement
where such combined excavation and fill does not exceed a total of 100 cubic yards
of material.

(vii)  This exemption shall not apply to the extension of water or sewage service outside
of an urban services line, as shown in the Land Use Element.

(12)  Agricultural cultivation. Agricultural cultivation activities including preparation of land for
cultivation, other than grading for roadwork or pads for structures.

(13)  Routine maintenance. Routine maintenance of legally established existing (exempt or
pteviously petmitted) roads; man-made, engineered flood control channels or levees;
agricultural ponds and reservoits; agricultural drainage channels; agricultural water lines;
equestrian facilities (e.g. paddocks and arenas); and public utlity lines (as provided by
Subsection b(11)); where the width, length, ot design capacity is not increased. Material may
be imported under this exemption when used for routine maintenance purposes only.

(14)  Agricultural water supplies. Installation of water pipelines, wells, or spring boxes solely to
setve agticultural uses. Water supplies shall be installed under proper practices recognized
by the Natural Resources Consetvation Setvice and may include the importation of materials
solely for installation of the water supply system, but not including any new roadwork.

23.05.036 - Review, Approval and Permits

a. Timing and restrictions of approval.  Grading permits are subject to the following timing
requirements and restrictions:
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@ A grading permit shall not be approved before:

@) Application for a construction permit, if the grading is proposed for creation of or
access to a building site.
(ii) Approval of a land use permit, land division, or General Plan amendment, if such

approvals are required for completion of any project located on the same site; all
required appeal periods shall have expired.

(iii)  Approval of any required permits from state or federal agencies.

2) Permits cannot be issued until the determination of adequate water and/or sewage disposal,
fire safety plan, or other required site investigations are made, land disturbance shall be
limited to the extent necessary to allow such an investigation, consistent with Section
23.05.032.b(11) ().

3 This Subsection shall not apply to subdivision improvements ot road construction required
as a condition of approval of a land division.

b. Modifications to approved grading plans. Any altetnatives or modifications to approved plans
shall be approved by the Director or, where applicable, the Public Works Director. The issuance of a
permit in compliance with the Grading Ordinance shall constitute an authotization to do only the
work that is described or illustrated by the grading plans, erosion and sedimentation control plans,
specifications approved by the Director or drainage plans approved by the Public Works Ditectot.

c. Special Circumstances.

@ Correction to hazardous condition. Whenever the Director determines that any existing
excavation, constructed embankment or fill on land subject to County regulations has
become a hazard to life and limb, endangers property, adversely affects the safety, use ot
stability of a public right-of-way or drainage channel, or creates a significant environmental
impact, the Director shall notify the owner of the property, or other person or agent in
control of the property. Corrections, remedies, and repairs made necessaty by a hazardous
situation may be made as required before permits ate applied for or issued, at the discretion
of the Director and pursuant to the procedures for emetgency permitting as set forth in
Section 23.03.045. Upon receipt of written notice from the Director, the owner or agent
shall within the period specified therein:

@) Correct, repair or eliminate the condition; and
(ii) Comply with the requirements of this Code, which may entail preparation of a

grading plan, erosion and sedimentation control plan, Stormwater Pollution
Prevention Plan, and obtaining any necessary permits, including emergency permits.
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) Emergency work, Section 23.03.045 establishes the procedutes for issuance of emergency
permits in situations that constitute an emetgency. Cotrections, remedies and repairs made
necessaty by an emergency situation involving the sudden, unexpected occurrence of a
break, rupture, flooding or breach of an existing facility which presents an immediate threat
to life, health or property, may be made as required before the grading permits are applied
for or issued in compliance with the standards in Section 23.03.045. For the purposes of the
Grading Ordinance, a threat to property may include potential damage to agticultural crops.
Written notification and a description of the wotk shall be submitted to the Director as
provided by Section 23.03.045. Permits for emergency work shall be applied for within 15
days of commencement of work. This shall include emergency work done under the
Emergency Watershed Protection Program in cooperation with the USDA Natural
Resoutces Conservation Setvice and the Resoutce Consetvation Districts.

A3 Unpermitted (as-built) grading. If grading operations ate commenced before first
secuting a proper grading permit, no permit will be issued until all illegal grading has been
stopped, except to restore the site to its otiginal condition or to cotrect hazardous conditions
to the satisfaction of the Director. Once the site is deemed safe, the owner shall obtain
proper permits to rectify the code enforcement violation within a reasonable time as
determined by code enforcement. If activities were exempt under Section 23.05.032, but
failed to adhere to specified requirements for exemption, such as erosion and sedimentation
control practices, these activities shall be considered unpermitted grading, Unpermitted
grading is also subject to the following:

(i) All unpermitted grading, which is not exempt under Section 23.03.032, shall require
a grading permit. Grading which is listed as exempt under Section 23.03.032, but
results in erosion and sedimentation control failures, shall also tequite a grading
permit.

(ii) Grading and drainage plans shall be prepared by a registered civil engineer. All
plans shall be signed and stamped by the engineer of tecotd. Plans must include a
detailed written scope, description of the intended use of the grading area, and all
required grading plan contents as specified in Section 23.05.038.

(ii) A registered civil engineer or geotechnical engineer shall certify that the work
performed meets the California Building Code and the Grading Otrdinance. In the
event that the work performed does not meet these grading standards, then the
grading plans must show remedial wotk to cortect deficiencies.

(iv)  The Director may require approval and implementation of an erosion and
sedimentation control plan in the interim if weather or site conditions warrant such
action.
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\9) If the engineer of record identifies a potentially hazardous condition as a result of
the unpermitted site work, the engineer may recommend pursuing emergency
permits for immediate remedial action subject to Subsection c(1).

(vi)  In the event that no grading permit or land use permit can be issued for such
operations, the site shall be restored to an acceptable condition as determined by the
Director under a restoration permit pursuant to Subsection c(4).

) Denial of unpermitted grading and site restoration. If the Director requites restoration
of a site, restoration plans, prepared by a certified seditment and erosion control specialist ot
by other qualified professionals at the discretion of the Director, shall be submitted for
review and approval prior to any restoration. The permit holder shall pay a restoration
permit fee, in addition to any applicable penalties, which shall be equal to the grading permit
fee for both the unpermitted quantity and restoring quantities of grading matetial.
Restoration shall be made in conformity with the approved plans.

d. Environmental review.

)] Environmental determination. As requited by Title 14 of the California Code of
Regulations, all grading permit and restoration permit applications are to be reviewed by the
Environmental Coordinator for an environmental determination in compliance with the
California Environmental Quality Act (CEQA). This Section does not apply to those
applications that are deemed exempt from the provisions of CEQA in compliance with
section 15304, 15333, or 15061(b)(3) of the State CEQA Guidelines.

Exempt applications under Section 15304 of the State CEQA Guidelines include those that
propose grading on terrain with slopes less than 10 percent, will involve less than 5,000 cubic
yards of earthwork, do not involve site work in a waterway ot wetlands, and are not located
within a Sensitive Resource Area.

Exempt applications under Section 15333 of the State CEQA Guidelines include small
habitat restoration projects.

Exempt applications under Section 15061(b)(3) of the State CEQA Guidelines include those
projects whete it can be seen with certainty that there is no possibility that the activity in
question may have a significant effect on the environment.

In any case where a drainage plan is required by Section 23.05.040 and an environmental
determination is not otherwise required by Section 23.02.034 (Development Plan), Chapter
23.07 (Combining Designations), ot Section 23.05.032 (Exemptions from Grading Permits),
the project application shall be subject to an envitronmental determination before a decision
to approve the application, except for single-family residences when exempt from the
provisions of CEQA.
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Unless exempt, no action shall be taken to approve, conditionally approve, or deny a grading
petmit or drainage plan until it is:

@) Accompanied by a written determination by the Environmental Coordinator that
the project is exempt from the provisions of CEQA; or

(ii) Accompanied by a duly issued and effective negative declaration; or
(ili)  Accompanied by a certified environmental impact report.

) EIR required. Whete an environmental impact report (EIR) is required in compliance with
CEQA and:

(i) If a Development Plan is not required by other provisions of the title, a grading
permit application shall be processed, reviewed, and approved according to all the
provisions of Section 23.02.034 (Development Plan), and the criteria of Subsection
e(1) (Criteria for Approval); or

(ii) If the Development Plan is required by other provisions of this Title, a grading
permit application shall be processed, reviewed, and apptroved according to the
provisions of this Section, including a requirement that the grading permit
application shall be consistent with and satisfy all conditions of approval of the
Development Plan.

A3) EIR not required. Where a grading permit is determined to be exempt from the provisions
of CEQA or has been granted a proposed negative declaration, the Director or applicable
Review Authority may approve the environmental determination and the permit where the
proposed grading is in conformity with applicable provisions of this Title, provided:

i " The Director may require that grading operations and project desions be modified i

i The D y requite that grading op d project designs b dified if
delays occur that result in weather-generated problems not addressed at the time the
permit was issued.

(ii) Where a proposed negative declaration for a grading permit has been issued upon
an agreement by the applicant to incorporate mitigation measures into the project
that are necessaty to reduce its environmental impacts, such mitigation measures
shall be added and shown on the grading plans prior to permit issuance, and their
completion and inspection shall be tequited prior to final inspection approval.

(iii)y  The comment period for the negative declaration has expired and no comments
have been submitted.

(iv)  The grading permit received an exemption under CEQA.
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¢ Criteria for approval.

@) Grading plan. A grading petmit may be issued where the Director first finds,

where applicable, that:

(2)

(®)

©

@

(e)

®

(64]

(®)

@
()

Proposed grading is consistent with erosion and sedimentation control plan
requitements (Section 23.05.042) and applicable standards (Section
23.05.048.¢);

The proposed grading design is consistent with the charactetistics and
constraints of the site;

The extent and nature of proposed grading is approptiate for the use
proposed, and will not create site disturbance to an extent greater than that
required to establish the use;

Proposed grading is consistent with the intent of the General Plan and any
applicable specific plan;

Proposed grading will not result in accelerated erosion, stream
sedimentation, significantly reduced groundwater rechatrge or other advetse
effects or hazards to life or property;

Proposed erosion and sedimentation control measures are appropriate for
the degree of site disturbance proposed and charactetistics of the site and
will result in the establishment of a petmanent vegetative cover on denuded
areas not otherwise permanently stabilized;

Unless overriding findings have been made through preparation of an
Environmental Impact Report, the proposed grading will not create
substantial adverse long-term visual effects;

1If the proposed grading is for the creation of a building site, a design for an

access road, if necessaty, shall be approved with the grading permit;
Adequate sewage disposal and watet supplies are available;
Project plans and approvals comply with General Construction Permit and

NPDES Phase II provisions, including the preparation of a stormwater
pollution prevention plan, if applicable; and
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k) The proposed grading complies with the air quality control procedures
identified in Section 23.05.050.c.

o If the proposed grading is to accommodate non-agricultural development
on agricultural land, the non-agricultural development has been located off
of prime agricultural soils to the maximum extent feasible.

(m)  The proposed grading complies with all applicable provisions of the Local
Coastal Program and the California Coastal Act.

(ii) Drainage plan. All drainage plans shall be submitted to the Public Works Director
fot review, and atre subject to the approval of the Public Works Director, prior to
issuance of a land use, grading or construction permit, as applicable.

(a) Appeal. Actions of the Public Wotks Director on drainage plans may be
appealed to the Board of Supervisors in compliance with the procedure set
forth in Section 23.01.042.

(b) Plan check, inspection and completion. Where required by the Public
Works Directot, a plan check and inspection agreement shall be entered
into and the drainage facilities inspected and approved before final project
approval is issued.

?) Agency refettals and conditions of approval. The Director may refer application
materials to approptiate agencies for review and comment prior to grading permit approval.
In granting any permit in compliance with the Grading Ordinance, the Director may impose,
modify, or add conditions as reasonably necessary to prevent potentially adverse
environmental impacts, nuisances, or unreasonable hazards to persons, public or private
propetty, sensitive tesoutces, productive soils, native vegetation, or cultural resoutces.
Conditions may include, but are not limited to:

@) Modifications necessaty to ensute that plans comply with all applicable standards in
this Title.

(ii) Improvement of any existing grading to bring it up to the standards required by the
Grading Ordinance for new grading.

(iii) Requitements for fencing of excavations or fills which would otherwise be
hazardous.

(iv)  Adequate fugitive dust control measures as recommended by the San Luis Obispo
County Air Pollution Control District and approved by the Ditector.

\s) An approved operational plan for creating, using and restoting a borrow area or pit.
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(vi) Compliance with the purpose and intent of these grading, drainage, erosion and
sedimentation control, and stormwater pollution prevention regulations (Section
23.05.040 through 23.05.044) or the grading, drainage, erosion and sedimentation
control, and stormwater pollution prevention standards of Section 23.05.048.

(vii)  Requirements for fencing ot other protective measures around cultural resources,
native trees, tiparian or wetland vegetation, or other sensitive resources identified
for protection.

(viii) Mitigation measures identified in the project's negative declaration, developet's
statement, or environmental impact report.

(ix)  Limitations on haul routes for materials and hours of operation.

(69 Requirements necessary to implement the recommendations identified in the
project's civil engineering report, soils engineering report, engineering geology
repott, ot erosion and sedimentation control plan.

(xi)  Transfer of responsibility agreement if original civil engineer, soils engineer,
engineering geologist, erosion control specialist, or grading conttactor is replaced.

(xii)  Groundwater recharge measutes.

(3) - Security. The Director shall requite guarantees of performance for all engineered grading
plans as set forth in Section 3311 of the 1997 Uniform Building Code Appendix Chapter 33
and Section 23.02.060, to ensure that the work, if not completed in compliance with the
approved plans and specifications, will be corrected to eliminate hazardous conditions, or
restore the site to pre-graded or natural condition. The Director may also identify other
grading permits that requite such security to ensure that environmental impacts are
mitigated.

@) A petformance agreement and security posted with the County may be required if,
in the Director's opinion, site characteristics including slope, proximity to
waterways, neighboring structutes, or sensitive resources; or the nature of work to
be performed watrant a guarantee.

(ii) The guarantee of performance shall cover one hundred twenty percent (120%),

(which includes contingencies, engineeting and inspection) of the full amount

. required to assure completion, restoration and/or remediation, based upon

estimates approved by the Ditector and must provide a right of entry from the
propetty ownet.

(iii)  Every guarantee of performance shall be made on the conditions that the permit
holder shall:
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(a) Comply with all the provisions of this Code, applicable laws and
ordinances.

(b) Comply with all of the terms and conditions of the grading permit.

(c) Complete all grading, drainage and erosion control work contemplated
under the grading permit within the time limit specified in the grading
permit, or if no time limit is so specified, the time limit specified in the
Grading Ordinance. The Director may, for sufficient cause, extend the
time specified in the permit, but no extension shall release the owner or the
surety on the bond or person issuing the instrument of credit.

(iv)  Each guarantee of performance shall remain in effect until the completion of the
work as specified according to the plans, specifications, and terms and conditions of
the grading permit to the satisfaction of the Ditectot.

) In the event of failure to complete the work or failure to comply with all of the
conditions and terms of the grading permit, the Ditrector may order such work as in
his opinion is necessary to correct any deficiencies or eliminate any dangerous
conditions and leave the site in a safe condition. The Director may order the work
authorized by the permit to be completed to a safe and stable condition to the
Director's satisfaction, or may order testoration of the site to pre-graded or natural
condition, or such condition deemed approptiate by the Director. The permit
holder and/ot the surety executing the petformance agteement shall continue to be
firmly bound under a continuing obligation for the payment of all necessaty costs
and expenses that may be incurred or expended by the County in causing any and all
such work to be completed. In the case of a cash deposit, any unused portion
thereof shall be refunded to the permit holdet.

(vi)  The guarantee of performance, less costs of temedial wotk, if any, shall be released
when the Ditector determines that the erosion, sediment control, and native
revegetation practices have adequately stabilized the site.

(vii)  The grading permit may provide for the partial release of the bond or other secutity
required by this Section upon the partial acceptance of the work in compliance with
Subsection f(4) (Notification of Completion).

(viii)  Any contractor or other person engaged in continuous or repeated excavations ot,
in the case of a construction permit, concutrent with that permit, may provide a
blanket security or blanket deposit in the amount sufficient to insure prompt
completion of all excavation projects being conducted at any one time. If the
number or amount of excavation projects exceeds the amount of the security or
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deposit, the Director may requite additional secutity or deposit to insure completion
of all work being done at any one time.

f. Permits.

()] Permit application procedure. An application for a grading permit consists of written and
gtaphic information in compliance with Section 23.05.038.b (Grading Plan Content) as well
as a statement of compliance with Subsection e(1) (Criteria for Approval). Not all
applications require the same level of information. In some situations, additional
information may be required after initial review based upon the nature, degtee, ot location of
proposed work.

2) Grading permit time limits.

@) Grading with no affiliated construction permit. An approved grading permit
that is not affiliated with a construction permit is valid for a petiod of one year from
the date of permit issuance, unless:

(a) Grading has begun, and an inspection has been recorded; or

(b) An extension has been granted as set forth in Section 19.02.020f of the
Building and Construction Otdinance.

(ii) Grading with an affiliated construction permit. An approved grading permit
that is affiliated with a construction permit is subject to the expiration limits, based
on the associated structure, as set forth in Sections 19.02.020e and 19.02.020f of the
Building and Construction Ordinance.

(iii)  Expiration. Grading authorized by a permit that expites in compliance with this
Subsection shall constitute a nuisance and shall be subject to abatement in
compliance with Chapter 23.10 unless a new permit is obtained in compliance with
California Building Code Section 105.5.2, as modified by Section 19.02.020.f of the
County Code, and work is completed.

(iv)  Time limits for unpermitted grading. Projects where grading operations are
commenced before first securing a proper petmit ate subject to the following time
limits:

(a) Application. Applications for unpermitted grading shall be valid for a
petiod of 60 days from the date of the application. Failure to issue a permit
resulting from an incomplete application submittal during this time petiod
shall cause the application to be expited and referred to the code
enforcement official. No extensions are allowed without the express
written permission from the code enforcement official ot Building Official.
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Extensions may be authotized as necessary to allow completion of
environmental review.

(b) Completion of grading. Grading permits for projects involving
previously unpermitted grading shall be valid for a period of 90 days from
the date of issuance. Time extensions for a previously unpermitted grading
project may only be authorized by the Building Official for due cause.

Revocation of permits.

(i) Failure to comply with any provision of the Grading Ordinance or the permit may
cause revocation or suspension of the permit. In either case, the ownet ot petmit
holder shall be notified in writing of this action and the reasons for the action.

(ii) If the operations of the permit holder cteate an unteasonable occurrence of dust,
noise, excessive traffic or other nuisance, the Director may require the permit holder
to abate the nuisance and may suspend the petmit until abatement measures are
taken. Continuance of work without abating the nuisance shall be reason to tevoke
the permit.

Notification of completion. The permit holder shall notify the Director when the grading
operation is ready for final inspection. Final approval shall not be given untl all work,
including installation of all drainage facilities, techarge facilities, their protective devices,
erosion and sedimentation control measures, and Best Management Practices (BMPs) have
been completed in compliance with the final approved plans, and the required repotts have
been submitted and approved by the Director.

23.05.038 - Grading Plan Requirements

All applications for a grading permit shall be accompanied by a grading plan consistent with this Section.

a, Professionals qualified to prepare grading plans.

O)

Grading Plans may be prepared by anyone who can accurately provide the necessaty
information for the application, grading plan, erosion and sedimentation control plan,
drainage plan, and stormwater pollution prevention plan review. This may include the
applicant, a draftsperson, designer, certified sedimentation and etosion control specialist or
licensed individuals who are normally involved with a project such as a civil engineer,
surveyor, architect, or landscape architect. Should additional information be required due to
unique physical characteristics of the site, this may requite the information be prepared by
the appropriate licensed professional.

) Grading Plans prepared for an Engineered Grading Plan (as defined by Subsection c) may be

prepared only by professionals licensed by the State of California to prepare grading and
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drainage plans. The assistance of other professionals approved by the County is encouraged.
These professionals may include landscape architects, soil engineers, geologists, engineering
geologists, certified sedimentation and erosion control specialists, botanists, biologists, and
archaeologists.

b. Grading Plan content. A grading plan shall be legible and accurately drawn to scale using standard
drafting techniques. Plans shall be of sufficient clarity to indicate the nature and extent of the work
proposed and show in detail that they will conform to the provisions of the Grading Ordinance and
all relevant codes and regulations. Plans shall include, but not be limited to, the following
information unless waived by the Director:

(¢)) General site information.

i e name, addtess, and phone number of the owner and the person by whom the
i Th ddr d ph ber of th d the p by whom th
plans were prepared.

(ii) A description of the land upon which the work is to be performed, including
Assessot's Patcel Number, street address, tract, block, and lot number.

(iii)y  An accurate location map with enough detail to find the site in the field and detailed
ditections to the site.

(iv)  Anaccurate site plan that delineates the limits of grading activities.

) Photograph(s) (attached to plans) which cleatly show the area to be disturbed and
characteristics of the site.

(vi) A written scope of work, including references to any documents associated with the
scope of work. Where grading was previously unpermitted, discussion on
background and history of the grading activities shall be included.

2) Work schedule and information.

@) A statement as to the specific intentions or ultimate purpose for which the grading
is being petformed.

(ii) A wotk schedule, including the following information:

(a) Proposed grading schedule and construction sequence of excavation, filling,
stockpiling and other land distutbing activities.

(b) Proposed timing and application of all erosion and sedimentation control
and stormwater pollution prevention methods, practices, devices, and
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methods of cleaning and disposing of accumulated sediment collected by
temporary and permanent sediment control devices.

(c) Amount of time needed to complete grading activities, and the number and
types of earth moving equipment to be used.

(d) Testing schedule for compacted fills.
(iii) A list of the inspections required under Section 23.05.052.
3) Topography and earthwotk quantities.

@) Existing or natural ground contours, and proposed ground contours at intervals of
no more than two feet for area to be graded and five feet for the remainder of site.
On rural parcels exceeding 80 acres, existing and proposed contouts shall be shown
at two foot intervals for area to be graded, and the remainder of site at 20 foot
intervals. ‘The latest USGS topogtaphic maps may be used as a soutce of
information for the 20 foot intervals.

(ii) An estimate of the volume of eatth to be moved, expressed in cubic yatds, verified
and stamped by the engineer of record. Calculations shall be provided to support
the estimate.

(iii)  An estimate of the surface area of earth to be moved, expressed in square feet,
verified and stamped by the engineer of record. Calculations shall be provided to
support the estimate.

(iv) An estimate of the total area of site disturbance, expressed in square feet. This total
shall include all vegetation removal in addition to soil disturbance.

() An estimate of total area in squate feet of native vegetation to be removed.
O] Cuts and fills.

(i) Cuts and fills shall be limited to the minimum amount necessaty to establish the
proposed use. Specify amounts of cut and fill. Identify location of site(s) to receive
fill, showing area and depth of fill. Identify location of borrow site(s) and depth of
borrow. Whenever possible, cut and fill should be balanced on the site.

(a) If fill materials are imported to the site, provide infotmation regarding the
proposed source(s) and amount of material. If the soutce changes due to
other materials becoming available, this information shall be provided to
the Department of Planning and Building as known.
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(b) If excavated materials are exported provide statement of amount, method
of disposal, proposed location(s), and details on applicable permits.

(©) If permits ate necessaty for the site providing the fill material or receiving
excavated matetial, provide evidence that permits have been issued for that
site.

(d) Provide information regarding the proposed routes for hauling material,
hours of work, and methods of controlling dust.

(ii) An estimate of the maximum and minimum vertical depth of cuts and fills,
expressed in feet and cut and fill slope ratios.

(iii)  Any required retaining walls or other means of retaining cuts or fills. Additionally,
provide details and calculations of the retaining walls, drainage devices, and all other
protective structures to be constructed as part of the grading permit.

(5) Finish elevations.

@) Elevation of the finish floor of the garage or other patking ateas.

(ii) Ground and finish floor elevations at the base of building ot structure cornets.

(iii)  Elevations of the edge of pavement or road at driveway entrance.
(iv)  Elevations of the top of wall and bottom of footing of proposed retaining walls.
) Site improvements and features.

() The location of all existing and proposed sutface and subsurface drainage ways and
drainage systems on the site and adjacent propetty which may affect or be affected
by the proposed project.

(ii) The location of all existing and proposed buildings, structures, easements,
groundwater recharge areas, wells ot sewage disposal systems on site, and the
approximate location of these items on adjacent property that are within 100 feet of
the property boundary or which may affect or be affected by the proposed project.
Show spot elevations at corners of existing and proposed buildings or structures and
lots where proposed grading will occur.
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(iif)  Location, description, type or topogtaphic description of existing rock outcropping,
natural feature, vegetation, individual oak trees, wooded areas or trees that are five
inches or greater in diameter measured 4.5 feet above ground level proposed for
disturbance and/or removal. Botanical, archaeological, or biological surveys
prepared by a qualified individual may be requited where warranted. Show
centetline of streams and flood plain lines, if applicable. Cleatly identify on the plan
the boundary and general characteristics of areas within which no disturbance will
occut.

(" Soils.

® A copy of a soils map and soils descriptions covering the project site and adjacent
propetties (available for free through the USDA Natural Resources Conservation
Service, Upper Salinas - Las Tablas and Coastal San Luis Resource Conservation
Districts, or online).

(ii) When required by the Director, each application for a grading permit shall be
accompanied by two sets of supporting data consisting of a civil engineering report,
soil engineering report, engineering geology report, erosion and sedimentation
control report, and/or any other repotts necessary. In many instances this
information may be shown on the face of the plan.

(iii)  Reports shall be prepared by qualified professionals with experience in report
preparation and grading plan implementation. Recommendations included in the
teports that are approved by the Director shall be incorporated into the grading
plan. (See Subsection c, Engineered Grading Requitements.)

(iv) Cleatly shown groundwater recharge methods that have been incorporated into the
project design.

™ A drainage plan if required by Section 23.05.040.

(vi) An erosion and sedimentation control plan (Section 23.05.042), including protective
measutes to be taken during construction, such as hydro-mulching, betms
(temporary or permanent), interceptor ditches, subsurface drains, terraces, and/or
sediment traps in order to prevent erosion of the cut faces of excavations ot of the
sloping surfaces of fills. No grading work shall be permitted unless the plans and
specifications submitted for approval include an erosion and sedimentation control
plan (and SWPPP if applicable) approved by the Building Official. The requirements
of the erosion and sedimentation control plan shall be implemented, as required by
the plan, prior to, during, and after any grading. Control measures contained in the
erosion and sedimentation control plan shall be implemented according to the
California Stormwater Quality Association (CASQA) Stormwater Best Management
Practice (BMP) Handbooks (reference: http://www.cabmphandbooks.com).
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(vii)  Stormwater control measutes. Whete required by Section 23.05.044 (such as
when construction activity includes one acre or more of disturbance or is part of a
common development of one acre or greater):

(a) The application shall include a copy of the Notice of Intent (NOI) and the
Stormwater Pollution Prevention Plan (SWPPP).

(b) The owner and/ot permit holder of any propetty on which grading has
been performed and that requires a grading permit under Section 23.05.028
shall put into effect and maintain all precautionaty measures necessary to
protect adjacent watercourses and public or ptivate property. These
measures shall be designed to avoid damage by erosion, flooding, and
deposition of mud, debris and construction-related pollutants originating
from the site. These measures shall remain in effect duting and after
grading and related construction activities as set forth in the SWPPP.

(©) The owner and/or permit holder shall be responsible for applying and
maintaining appropriate measutes necessary to prevent any change in cross-
lot surface drainage that may adversely affect any adjoining property as a
result of grading and/or construction-related activities. Such measures to
prevent any adverse cross-lot sutface drainage effects on adjoining property
shall be required whether shown on approved grading plans or not.

(viii)  All applicable dust control measures required by Section 23.05.050.c.

®) Additional information. Additional plans, drawings, calculations, ot information deemed
necessary by the Director to adequately review, assess, and evaluate the proposed project's
impacts and to show that the proposed work conforms with the requirements of the
Grading Ordinance and other applicable provisions of this Code.

c. Engineered Grading Plan requitements. When requited pursuant to Subsection ¢(1), the grading
plan shall be prepared and signed and sealed by a qualified, registered civil engineer or other qualified
professional licensed by the state to petform such work, and shall include specifications coveting
construction, inspection and material requitements in addition to the information requited in
compliance with Subsection b. Additionally, those items requited by Subsections ¢(2) through c(4)
shall accompany the grading plans.

@ When required. Engineered grading is required when one or more of the following

circumstances exist:
@) The grading will involve 5,000 cubic yards or more (cumulative).

(ii) The grading involves site work on slopes of 20 percent or greater.
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(iii)  The proposed grading is located within a Geologic Study Area ot Flood Hazard
area.
(iv)  The Ditectot has cause to believe that geologic hazards may be involved.

) The proposed grading is located within 100 feet of an Environmentally Sensitive
Habitat Area.

) Site and drainage report. The site and drainage tepott, shall include, but not be limited to:

@) The date the report was prepared and the name, address, and phone number of firm
ot individual who prepared the tepott.

(ii) Hydrology calculations showing maximum peak dischatges of water runoff for 10-
year and 100-year storm frequencies and comparison of runoff with and without
project. Hydraulic calculations for existing downstream runoff conveyance systems

that will be impacted by the proposed project runoff.

(iij)  Summary of the groundwater recharge methods that have been incorporated into
the project design.

(iv)  Inspection and approval to establish lines and grades, design critetia for cotrective
measures, including the required safe storm drainage capacity of channels both on-

and off-site.

() Soils, geology, or civil engineer's opinions and trecommendations concerning
adequacy of site to be developed by the proposed grading.

(vi) Sequence and type of recommended inspections.

3) Geotechnical report. The geotechnical repott, shall contain, but need not be limited to, all
the following information:

6] The date the report was prepared and the name, address and phone number of firm
or individual who prepared the report.

(ii) Data regarding the nature, distribution, and strength of existing soils.

(iii) Data regarding the nature, distribution, and strength of soil to be placed on the site,
if any.

(iv)  Conclusions and recommendations for grading procedures.
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%) Conclusions and recommended designs for intetim soil stabilization devices and
measutres for permanent soil stabilization after construction are completed.

(vi)  Design criteria for corrective measutes including buttress fills, when necessary.

(vii)  Identification of existing cuts and fills on site, recommended measures for
compaction, slope stability and other factors affecting suitability for support of a
structure.

(viii) Engineet's opinions and recommendations concetning adequacy for the intended
use of site to be developed by the proposed grading as affected by soils engineering
factors, including the stability of slopes, foundation recommendation, soil design
criteria, liquefaction, expansive soil, loose ot soft soils, areas of unknown problems,
undocumented fill, cut/fill, unusual loading, shallow ground water or sptings, and
landslides.

(ix)  Sequence and type of recommended inspections.

@ Engineering geology report. The engineering geology report shall comply with protocol
approved by the Department of Planning and Building and shall contain, but need not be
limited to, the following information:

@) The date the report was prepared and the name, address, and phone number of firm
or individual who prepared the repott.

(ii) An adequate description of the geology of the site.

(iii)  Conclusions and recommendations regarding the effect of geologic conditions on
the proposed development.

(iv)  An opinion on the adequacy for the intended use of site to be developed by the
proposed grading, as affected by geologic factors.

) Need for underground drainage devices or opportunities for undetground recharge
devices.

(vi) Sequence and type of recommended inspections.

(vii)  If the proposed grading is for a habitable structure, and the geologist has identified
evidence of recent fault ruptures occurring near the proposed structure, additional
geological information will be necessary. The guidelines suggested in the California
Division of Mines and Geology Notes #49 or subsequent additions shall be used to
prepate this supplemental report.
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23.05.040 - Drainage Plan Required

a. Requitements. Drainage plans shall be prepared and submitted for review and approval by the
Public Works Ditectot, whete requited by this Title, by the planning area standards of the Land Use
Element, or where a project:

@ Increases or decreases runoff volume ot velocity leaving any point of the site beyond those
that existed prior to site disturbance activities; or

2) Involves a land distutbance (grading, ot removal of vegetation down to duff or bare soil, by
any method) of more than 20,000 square feet; or

3) Wil result in an impetvious surface of more than 20,000 square feet; or
“) Is subject to local ponding due to soil or topogtaphic conditions; or

() Is located in an area identified by the Public Works Director or building inspector as having
a history of flooding or erosion that may be further aggravated by or have a harmful effect
on the project or adjoining properties; or

(6) Is located within a Flood Hazard (FH) combining designation; or
@) Is located over a known high recharge area identified by the Public Works Ditector; ot

®) Involves land disturbance or placement of structures within 200 feet of the top bank of any
watercoutse; ot

¢)) Involves hillside development on slopes steeper than 10 percent; or

(10) May, by altering existing drainage, cause an on-site erosion or inundation hazard, or change
the off-site drainage pattern, including, but not limited to any change in the direction,
velocity, ot volume of flow; or

(11)  Involves development on a site adjacent to any coastal bluff.

b. Exemptions. Preparation of a drainage plan is not required where grading is exclusively for ongoing
crop production, or ongoing grazing. This shall include any agricultural roads used exclusively for
these purposes when they do not require issuance of a County grading permit. Drainage plans may
also be waived where authorized the Public Works Ditector has determined that there is no potential
for adverse impacts.

c. Submittal. Whete requited by Subsection a, drainage plans are to be submitted with ot be made
part of the Zoning Clearance, Plot Plan, Minor Use Permit, Site Plan Review, Development Plan,
grading permit, or construction permit application.
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d. Drainage plan content. Drainage plans shall be legible and accutately drawn, at an apptroptiate
scale that will enable ready identification and recognition of submitted information. Drainage plans
shall be developed in conformance with the drainage standards in Section 23.05.048.b. The Public
Works Director may require drainage plans to be prepared by a registered civil engineet.

) Basic drainage plan contents. A drainage plan shall include the following information
about the site:

@) Flow lines of sutface waters onto and off the site.

(ii) Existing and finished contours at two-foot intervals or other topographic
information requited by the Public Works Ditector.

(iii)  Building pad, finished floor and street elevations, existing and proposed.

(iv)  Location and graphic representation of all existing and proposed natural and man
made drainage facilities for stotage or conveyance of runoff, including drainage
swales, ditches, culverts and berms, sumps, sediment basins, channels, ponds, storm
drains and drop inlets. In addition, private water wells and sewage disposal systems
must be shown. Include detailed plans of all surface and subsutface drainage
devices, walls, cribbing, dams and other protective devices to be constructed with or
as a part of the proposed work.

) Proposed flood-proofing measures where determined to be necessary by the Public
Works Director and in accordance with Federal Emergency Management Agency
(FEMA) requirements.

(vi) For projects where the Ditector ot Public Works Ditrector determines that increased
discharge rates and durations could result in off-site erosion or other impacts to
beneficial uses, the project shall incotporate approptiate site design Best
Management Practices (BMPs) and, if necessary, structural and/or treatment control
BMPs in order to match estimated post-development discharge rates as closely as
possible to the estimated pre-development discharge rates. Such measures shall be
clearly depicted on the drainage plan.

2) Engineered plan content. In addition to the information requited by Subsection d(1),
engineered drainage plans are to include:

@) An evaluation of the effects of projected runoff on adjacent properties and existing
drainage facilities and systems.

(ii) A map showing the drainage area and hydraulic calculations showing the facilities
flow carrying capacities for the design storm event and justifying the estitnated
runoff of the area served by any drain. Include design discharges and velocities for
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conveyance devices, and storage volumes of sumps, ponds, and sediment basins
based on the design storm.

Estimates of existing and increased runoff resulting from the proposed
improvements and methods for reducing velocity of any increased runoff.

Methods for enhancing groundwater rechatge that have been incorporated into the
project design ot an explanation of non-necessity of groundwater recharge for this
site.

23.05.042 - Erosion and Sedimentation Control Plan Required

a. Requitements. An etosion and sedimentation control plan shall be required year-round for the
following types of projects:
@ Construction and grading. All construction and grading permit projects.
03] Site distutbance activities. Any site disturbance activities involving removal of one-half
acre or more of vegetation in any of the following areas:
@) Geologically unstable areas.
(ii) On slopes in excess of 30 percent.
(iii)  On soils rated by the National Resources Conservation Service (NRCS) as being
highly erodible.
(iv)  Within 200 feet of any watercourse.
b. Exceptions. Projects exempt from grading permit submittal as set forth in Section 23.05.032 ate

not required to prepate an etosion and sedimentation control plan. For other projects, an exception
to the requirement for an erosion and sedimentation control plan may be authorized by the Building
Official or Public Works Director only when all the following site characteristics exist in the area to
be disturbed; and all work will be completed, and no portion of the site will remain disturbed
between October 15 and April 15:

@ Site disturbance is located in an area that has a maximum slope of less than 10 percent.

2) Site disturbance is not located within geologically unstable areas.

3) Site distutbance is located on soils rated as being not highly erodible by the USDA Natural
Resources Consetvation Setvice (unless the building inspector ot Public Works Director is
awate of the potential for erosion problems in the area).
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“ Site disturbance is located more than 300 feet from the top bank of any watercourse or water
feature.

5) The grading will not cause organic or earthen materials from logging, construction or other
land disturbance activities to be carried into a swale, drainage way, watercourse, or onto
adjacent propetties by rainfall ot runoff.

) The project will create minimal site disturbance from combined activities.

c. Stormwater Quality Plan (SWQP). All erosion and sedimentation control plans shall be
accompanied with a complete SWQP application, unless exempted by the Director or the Public
Works Director. Best Management Practices (BMPs) shall be in compliance with the Low Impact
Development (LID) Handbook.

d. Erosion and sedimentation control plan content. An erosion and sedimentation control plan
shall address pre-construction, during construction, and post-construction measures. Measures shall
be in place to control erosion and sedimentation prior to the commencement of grading and site
disturbance activities unless the Director of Planning and Building or the Public Works Director
determines temporary measutes to be unnecessary based upon location, site charactetistics ot time of
yeat.

Plans may be incorporated into and approved as part of a grading or drainage plan, but must be
clearly identified as an erosion and sedimentation control plan. Erosion and sedimentation control
plans ate reviewed and approved by the Director of Planning and Building or the Public Works
Ditector. The plan shall be prepared by a certified sediment and erosion control specialist, a
registered civil engineer, registered architect or landscape architect, certified California nurseryman,
licensed landscape contractor, Resoutce Conservation District or USDA Natural Resoutces
Conservation Service Specialist, or other qualified persons acceptable to the Department of Planning
and Building with competence and experience in erosion control plan preparation and
implementation. The plan shall be in conformance with the erosion and sedimentation standards in
Section 23.04.048.c.

The plan shall consist of graphic and narrative information of sufficient clarity to indicate the nature,
extent, location and placement recommendations (including installation procedutes and
requirements) of the erosion and sedimentation control measures proposed and show in detail that
they will conform to the provisions of the Grading Ozrdinance and the LCP. The location of all
practices, methods and devices shall be shown on the grading plan, or on a separate plan at the
discretion of the Director. If separate, it shall be attached to the grading plan used in the field. The
plan shall contain, but need not be limited to, all the following information unless some of the
information is waived by the Director of Planning and Building or the Public Works Director as not
needed for the review of a particular site and its characteristics:

@ Grading limits shall be graphically defined on the plan and staked out before site disturbance
begins.
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An outline of the areas of soil disturbance, cut, or fill which will be left exposed duting any
patt of the rainy season, representing areas of potential soil erosion where etosion and
sedimentation control BMPs are required to be used during consttuction.

Estimates of sediment yields before, ciuring, and after construction of the project for a three
year period or until revegetation with native plants is established. (One acceptable method is
the "Universal Soil Loss Equation” developed by the USDA Agricultural Research Setvice.)

Proposed methods and a description of the BMPs to be used to protect exposed erodible
areas during construction, including temporary mulching, seeding, ot other recognized
surface stabilization measures.

Proposed pre-construction, during construction, and post-construction methods and a
description of the practices to be used for cut or fill slopes to prevent erosive sutface runoff,
including earth or paved intetceptots and diversions, energy absorbing structures, or devices
and techniques to reduce the velocity of runoff water.

When revegetation is required for smaller disturbed areas near habitats identified at the state
and/or federal levels as sensitive (e.g. near cteeks or wetlands, coastal scrub), propose an
alternative "native-friendly" mix of seeds and/otr cuttings that ate compatible with the
sensitive habitat. The alternative mix to be used shall: a) gtow reasonably quickly; b) be from
locally- or commercially-available native seed or plant stock; c) be compatible with the
surrounding native habitat and climate; and d) be free from noxious weed seed of local and
statewide importance (as identified by the Agticultural Commissioner’s Office). Whete

“larger areas are to be reseeded, the applicant should consult with a qualified botanist ot other

qualified expert of native plants to sutvey the site and determine the best mix of native
species. ‘

Proposed methods and description of the temporary and final practices to retain sediment
on the site, including sediment basins and traps, vegetative filter strips, ot other recognized
BMPs, a schedule for their maintenance and upkeep, and provisions for tesponsibility of
maintenance. Include design criteria for the trapping efficiency and storage capacities of
sediment basins for flows from a 10-year storm.

Proposed methods, application technique, seed and fertilizer rate, sequence, and description
of final erosion control practices for native revegetation of all surfaces disturbed by
vegetation removal, grading, haul roads, or other construction activity, unless covered with
impervious or other improved surfaces authorized by the approved plans. A schedule fot
maintenance and upkeep of revegetated areas shall be included. To the extent feasible, non-
structural erosion techniques must be used to control run-off and reduce sedimentation.
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) The type, location, and extent of pre-existing and undisturbed vegetation on the site,
including an outline of the areas of vegetative soil covet or native vegetation onsite which
will remain undisturbed during the construction project.

(10) A description of the BMPs and control practices to be used for both temporaty and
permanent erosion control measures.

(11) A description of the BMPs to reduce wind erosion at all times, with particulat attention paid
to stock-piled materials.

(12) A proposed schedule for the implementation of erosion control measures.

(13)  An estimate of the cost of implementing and maintaining all erosion and sedimentation
control practices where bonds ot other financial assutances ate proposed ot requited.

(14) A statement signed by the individual preparing the plan cettifying that the amount of site
disturbance proposed has been reduced to the maximum extent practicable.

(15)  Descriptions and graphic representation of proposed methods to limit access routes and
stabilize all access points, and to delineate clearing limits, easements, setbacks, sensitive
areas, buffer areas, and drainage courses.

(16) Other additional plans, drawings, calculations, photographs, or other information which are
necessary to adequately review, assess, and evaluate proposals and to show that they comply
with the requirements of the Grading Ordinance.

(17) A statement signed by the preparer of the plan certifying that the plan complies with all
applicable standards in the Grading Ordinance, including those standatds in Section
23.05.048.c (Erosion and Sedimentation Control standards).

e. Field and weather conditions. If field or weather conditions watrant, the Director may require
erosion and sedimentation control devices be installed in addition to what is requited by the
approved plans.

23.05.044 - Stormwater Pollution Prevention Plan (SWPPP) Required

Note: Even if the project results in less than one acre of site disturbance, the Regional Water Quality Control Board may
require coverage under a General Construction Permit and preparation of a SWPPP if there is a significant water quality
impairment resulting from the activity.

a. Requirement Criteria. Unless exempted by Subsection b, a Stormwatet Pollution Prevention Plan
(SWPPP) is required prior to issuance of grading and/or construction permits, and/or ptiot to
approval of subdivision improvement plans, for a project that involves clearing, grubbing, grading, ot
disturbance to the ground such as stockpiling or excavation that:

) Results in site disturbance of one acre or more of land area; or
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) Results in site disturbance of less than one acre if the activity is part of a larger common plan
of development that encompasses one acre ot more of site disturbance.

b. Exemption from SWPPP pteparation. The following projects do not require the preparation of a
Stormwater Pollution Prevention Plan (SWPPP):

4] Routine maintenance to maintain original line and grade, hydraulic capacity, or otiginal
putpose of an existing legally established use or development.

) Emergency construction activities required to protect public health and safety.

A3) Any project exempted from stormwater pollution prevention requirements under a valid
waiver ot conditional waiver adopted by the State Water Resoutces Control Boatd or the
Central Coast Regional Water Quality Control Board.

) Agricultural dischatges regulated by the State Water Resoutces Control Board and/or
Regional Water Quality Control Board putsuant to waiver and/or fotmal policy, provided
compliance with all relevant permit, waiver, or policy conditions established by the State
Water Resources Control Board and/or Regional Water Quality Control Board is
maintained.

c. Coverage under the General Construction Permit. Projects which require preparation of a
SWPPP pursuant to this Section shall require coverage to dischatge clean stormwater under the
General Construction Permit administered by the Central Coast Regional Water Quality Control
Board (RWQCB) and State Water Resoutces Control Board (SWRCB). To gain coverage, the
applicant shall submit a Notice of Intent (NOI) or Permit Registration Documents (PRDs) to the
SWRCB prior to construction. The SWRCB will issue a Waste Discharge Identification Number
(WDID) for approved projects. The SWPPP shall include a copy of the NOI/PRDs and the WDID
number. A copy of the SWPPP shall be supplied to the Planning and Building Department.

d. SWPPP requitements. SWPPPs shall comply with all of the requirements outlined in Sections A,
B, and C of SWRCB General Construction Permit Number CAS000002, or any subsequent General
Construction Permits that amend or replace Permit CAS000002. These requitements include, but ate
not limited to those measures set forth in Subsections £ through j.

e. County SWPPP review. At the discretion of the Director and/or Building Official, the County may
review and request modifications or amendments to the SWPPP in order to ensure compliance with
the County Code and/or the General Construction Permit requirements. At the Director’s
discretion, a SWPPP may be required to be submitted as part of any discretionary permit review,
where a project will meet the thresholds of Subsection a, and where such information is needed to
ensute all construction and post-construction measutes are approptiately evaluated pursuant to the
California Environmental Quality Act (CEQA) and consistent with the LCP
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f. Contents. A SWPPP shall include the following:

€] Site Plan. A site plan shall be provided showing the same information requited on the
following plans:

@) Grading plan, pursuant to Section 23.05.038.b.

(ii) Drainage plan, pursuant to Section 23.05.040.c, with the addition of the following

features:

(a) The anticipated discharge location(s) where the stormwater from the
construction site discharges to a municipal separate storm sewer system ot
other water body.

(b) Drainage patterns across the project site and as far outside the project site

as necessary to illustrate the relevant drainage areas.

) Erosion and Sedimentation Control Plan. A copy of the erosion and sedimentation
control plan shall be included with the SWPPP. The erosion and sedimentation control
plan shall include the following additional requitements:

(i) Sediment basin requirements. If a sediment basin is proposed as patt of the
erosion and sedimentation control plan, the basin shall be designed and maintained
pursuant to this Code, provided that the design efficiency is as ptotective or more
protective than the design standards found in the General Construction Petmit.

(ii) Public or private roads. The SWPPP shall include a description of the BMPs to
reduce the tracking of sediment onto public or private roads at all times. These
public and private roads shall be inspected and cleaned as necessary. Road cleaning
BMPs shall be discussed in the SWPPP and will not rely on the washing of
accumulated sediment or silt into the stormwater conveyance system.

3) Pollutant soutces and BMP identification. The SWPPP shall include a description of
potential soutces of pollutants, including pollutants otiginating from off-site which may flow
across or through areas of construction. Additionally, the SWPPP shall include the
following:

@) Avoid runoff through construction areas. Runoff from off-site ateas shall be
prevented from flowing through atreas that have been disturbed by construction,
unless appropriate conveyance systems and BMPs ate in place. BMPs shall consider
stormwater run-on and all calculations for anticipated stormwater run-on shall be
shown.
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(ii) Stormwater inlets. Show the drainage pattetns into each on-site stormwater inlet
point or receiving water, and describe or show the BMPs that will protect
stormwater inlets and/or treceiving watets (e.g. concrete tinse water, slurry from
sawcutting, etc.).

(i)  Contaminated soils or toxic materials. Show or describe the BMPs implemented
to minimize the exposute of stormwater to contaminated soil ot toxic matetials.

@iv) Staging. Show areas designated for the following: storage of soil or waste; vehicle
storage and setvice areas; construction matetial loading, unloading, and access areas;
equipment storage, cleaning, and maintenance areas.

) Exposure to construction matetials/equipment. Desctibe the BMPs designed
to minimize or eliminate the exposure of stormwatet to construction materials,
equipment, vehicles, waste storage areas, ot service areas. The BMPs described shall
be it compliance with federal, state, and local laws, regulations, and ordinances.

(vi)  Post-construction BMPs. Desctibe all post-construction BMPs for the project,
and show the location of each BMP on the site plan. Post-construction BMPs
consist of permanent features designed to minimize pollutant discharges, including
sediment, from the site after construction has been completed. Also, describe the
agency or parties to be the responsible party for long-term maintenance of these
BMPs.

(vi)  Impaired water bodies. Show the locations of ditect discharge from the
construction site into any Clean Water Act Section 303(d) listed water bodies. Show
the designated sampling locations in the receiving waters, which represent the
prevailing conditions of the water bodies upstteam of the construction site
discharge and immediately downstream from the last point of discharge.

(viii) Sampling. Show the locations designated for sampling the discharge, associated
with contaminated discharges other than sediment. Samples shall be taken if visual
monitoring indicates that there has been a breach, malfunction, leakage, or spill
from a BMP which could result in the discharge of pollutants that would not be
visually detectable, or if stormwater comes into contact with soil amendments or
other exposed materials ot contamination and is allowed to be discharged. Desctibe
the sampling procedure, location, and rationale for obtaining the uncontaminated
sample of stormwater.

@) Additional sources of pollutants and identification information.
@) Narrative description. The SWPPP shall include a natrative description of

pollutant sources and BMPs that cannot be adequately communicated ot identified
on the site map. In addition, a narrative desctiption of preconstruction control
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practices (if any) to reduce sediment and other pollutants in stormwater discharges
shall be included.

(ii) Inventory of matetials and activities. The SWPPP shall include an inventoty of
all materials used and activities performed duting construction that have the
potential to contribute to the discharge of pollutants other than sediment in
stormwatetr. Describe the BMPs selected and the basis for their selection to
eliminate or reduce these pollutants in the stormwater discharges.

(iii)  Runoff. The SWPPP shall include the following information regarding the
construction site surface area: the size, the runoff coefficient before and after
construction, and the percentage that is impetvious before and after construction.

(iv)  Construction schedule. The SWPPP shall include a construction activity schedule
which describes all major activities such as mass grading, paving, parcel
improvements at the site, and the proposed time frame to conduct those activities.

) Responsible person(s). The SWPPP shall list the name and telephone number of
the qualified person(s) who have been assigned responsibility for pre-stotm, post-
storm, and storm event BMP inspections. The qualified petson(s) that is/are
assigned responsibility shall ensure full compliance with the permit and
implementation of all elements of the SWPPP. This shall include the preparation of
the annual compliance evaluation and the elimination of all unauthotized discharges.

5) Non-stormwater management.

@) Describe all non-stormwater discharges to teceiving watets that are proposed for
the construction project. Non-stormwater discharges shall be eliminated or reduced
to the extent feasible. Include the locations of such discharges and descriptions of
all BMPs designed for the control of pollutants in such dischatges.

(ii) Discharging sediment-laden water which will cause ot conttibute to an exceedance
of the applicable RWQCB’s Basin Plan from a dewateting site or sediment basin
into any receiving watet ot storm drain without filtration ot equivalent treatment is
prohibited.

) Post-construction stormwater management.
@) The SWPPP shall include descriptions of the BMPs to reduce pollutants in
stormwater discharges after all construction phases have been completed at the site

(Post- Construction BMPs).

(ii) The permit holder must consider site-specific and seasonal conditions when
designing the control practices.
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(iii) Operation and maintenance of control practices after construction is completed
shall be addressed, including short-and long-tetm funding sources and the

responsible party.

) Maintenance, inspection, and repait. The SWPPP shall include a discussion of the
program to inspect and maintain all BMPs as identified in the site plan or other narrative
documents throughout the entire duration of the project. Inspections are to be completed
by the responsible party designated by the permit holder. The program shall include the

following provisions:

@) Responsible person(s). The name and contact information for the responsible
person(s).

(ii) Inspection timing. Inspections shall be performed before and after storm events,

and once each 24-hour period during extended storm events, to identify BMP
effectiveness and implement tepairs and/or design changes.

(iii)  Inspection checklist. For each tequired inspection, the permit holder shall
complete an inspection checklist, using an inspection checklist provided by the
Regional Water Quality Control Board, and/or State Water Resources Control
Boatd, or on a form containing equivalent information.

(iv)  Repairs. All corrective maintenance to BMPs shall be performed as soon as
possible aftet the conclusion of each storm depending upon wotker safety. Repairs
or design changes shall be completed as soon as feasible.

8) Training. Individuals responsible for SWPPP preparation, implementation, and petmit
compliance shall be appropriately trained, and the SWPPP shall document all training. This
includes those personnel responsible for installation, inspection, maintenance, and repair of
BMPs. Those responsible for overseeing, revising, and amending the SWPPP shall also
document their training. Training should be both formal and informal, occur on an ongoing
basis when it is apptoptiate and convenient, and should include training/wotkshops offered
by the SWRCB, RWQCB, or other locally recognized agencies or professional organizations.

¢ Contractors and subcontractots. The SWPPP shall include a list of names of all
contractors (or subcontractors) and individuals responsible for implementation of the
SWPPP. This list shall include telephone numbers and addresses. Specific areas of
responsibility of each subcontractor and emergency contact numbers shall also be included.

(10)  Incorporation by reference. This SWPPP may incotporate by reference the appropriate
elements of other plans required by local, state, or federal agencies. A copy of any
trequirements incorporated by reference shall be kept with the SWPPP at the construction
site.
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(11)  Certification by the preparet. The SWPPP and each amendment shall be signed by the
landowner (permit holder) or his representative and include the date of initial preparation
and the date of each amendment.

g Monitoring and reporting program. The SWPPP shall include a monitoting and reporting
program meeting the following standards:

@ Annual certification. Each permit holder ot qualified assigned personnel listed by name
and contact number in the SWPPP must certify annually that construction activities are in
compliance with the requirements of the General Construction Petrmit and the SWPPP. This
certification shall be based upon the site inspections requited by Subsection f(7). The
certification must be completed and submitted to the Department of Planning and Building
and to the RWQCB by September 1 of each year.

) Noncompliance reporting. Permit holders who cannot certify compliance, in accordance
with Subsection g(1) and/ot who have had other instances of noncompliance excluding
exceedances of water quality standards as defined in Section 23.05.048.d(2) (Receiving Water
Limitations), shall notify the County and the Centtal Coast RWQCB within 30 days.
Cotrective measures shall be implemented immediately following discovery that water quality
standards were exceeded. The notifications shall identify the noncompliance event, including
an initial assessment of any impact caused by the event; desctibe the actions necessaty to
achieve compliance; and include a time schedule subject to the modifications by the
RWQCB indicating when compliance will be achieved. Noncompliance notifications must
be submitted within 30-calendar days of identification of noncompliance.

3) Monitoting records.  Records of all inspections, compliance certifications, and
noncompliance reporting must be retained for a petriod of at least three yeats from the date
generated.

O] Monitoring program for sedimentation / siltation. Projects that may discharge

stormwater into a threatened or impaired watet body are subject to the following standards.
A water body is considered threatened ot impaired if it appears on the most recent list
prepared pursuant to Section 303(d) of the Clean Water Act. Projects which discharge to
tributaries that do not appear on the list of threatened or impaired watet bodies, or that flow
into a municipal separate storm sewer system (MS4) are not subject to these sampling and
analysis requirements.

@) Sampling and analysis program. The permit holder shall conduct a sampling and
analysis program for the pollutants (i.e. sedimentation/siltation ot turbidity) causing
the impairment. The permit holder shall monitor for the applicable parameter.

(ii) Sedimentation or siltation. If the water body is listed for sedimentation or
siltation, samples shall be analyzed for Settleable Solids (ml/]) and Total Suspended
Solids (mg/1). Alternatively or in addition, samples may be analyzed for suspended
sediment concentration according to ASTM D3977-97.
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(ili)  Turbidity. If the water body is listed for turbidity, samples shall be analyzed for
turbidity, in terms of Nephelometric Tutbidity Units (NTUs).

(iv)  Relationship to BMPs. The sampling and analysis parameters and procedures
must be designed to determine whether the BMPs installed and maintained prevent
discharges of sediment from contributing to impairment in receiving watets.

) Collection of samples. Samples shall be collected during the first two houts of
discharge from rain events which result in a direct discharge to any threatened ot
impaired water body. Samples shall be collected duting daylight hours (suntise to
sunset). Permit holders need not collect more than four (4) samples per month. All
samples shall be taken in the receiving waters and shall be representative of the
prevailing conditions of the water bodies. Samples shall be collected from safely
accessible locations upstream of the construction site discharge and immediately
downstream from the last point of dischatge.

(vii  Laboratory analysis. For laboratory analysis, all sampling, sample preservation,
and analyses must be conducted according to test procedures undet Title 40 of the
Code of Federal Regulations, Part 136. Field samples shall be collected and
analyzed according to the specifications of the manufacturer of the sampling devices
employed. Portable meters shall be calibrated according to manufacturer’s
specification. All field and/or laboratory analytical data shall be kept in the SWPPP
document, which is to temain at the construction site at all times until 2 Notice of
Termination has been submitted and approved.

(5) Monitoring program for pollutants not visually detectable in stormwater. A sampling
and analysis program shall be developed and conducted for pollutants which ate not visually
detectable in stormwatet discharges, which are or should be known to occur on the
construction site, and which could cause or conttibute to an exceedance of water quality
objectives in the receiving water. The program shall comply with the following provisions:

@) Construction sites. Examples of construction sites that may requite sampling and
analysis include:

(a) sites that are known to have contaminants spilled or spread on the ground;
ot
(b) sites where construction practices include the application of soil

amendments, such as gypsum, which can increase the pH of the runoff; or

(c) sites having uncovered stockpiles of material exposed to stormwatet.
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(ii) Pollutants. Pollutants that should be consideted fot inclusion in this sampling and
analysis program are those identified as required by Subsections £(3) and £(4).

(iii)  Materials. Construction materials and compounds that ate not stored in watet-
tight containers under a water-tight toof ot inside a building are examples of
materials for which the permit holder may have to implement sampling and analysis
procedures.

(iv) Collection of samples. Visual observations before, during, and after storm events
may trigger the requirement to collect samples. Any breach, malfunction, leakage,
or spill observed which could result in the discharge of pollutants to surface waters
that would not be visually detectable in stormwater shall trigger the collection of a
sample of discharge. Samples shall be collected at all discharge locations which drain
the areas identified by the visual observations and which can be safely accessed. A
sufficiently large sample of stormwater that has not come in contact with the
disturbed soil or the materials stored or used on-site (uncontaminated sample) shall
be collected for comparison with the discharge sample. Samples shall be collected
during the first two houts of discharge from rain events that occur during daylight
hours and which generate runoff.

) Qualified personnel. For sites whete sampling and analysis is requited, personnel
trained in water quality sampling procedutres shall collect stormwater samples.

(vi) Comparison to uncontaminated sample. The uncontaminated sample shall be
compared to the samples of discharge using field analysis or through laboratory
analysis. Analyses may include, but are not limited to, indicator parameters such as:
pH, specific conductance, dissolved oxygen, conductivity, salinity, and totally
dissolved solids (TDS).

(vii)  Laboratory analysis. For laboratory analysis, procedures shall comply with
Subsection g(4)(vi).

6) Additional requirements. The County and/ot RWQCB may require the permit holder to
conduct additional site inspections, to submit reports and cettifications, ot perform sampling
and analysis.

h. Implementation.

@ The SWPPP shall be developed prior to the start of soil disturbing activities and shall be
implemented concurrently with the commencement of soil disturbing activities.

2) The site shall be maintained consistent with the stormwater pollution prevention standards
of Section 23.05.048.d.
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3) For ongoing construction activity involving a change of ownership of property, the new
owner shall review the existing SWPPP and amend if necessary, ot develop a new SWPPP
within 45-calendar days.

Availability. The SWPPP shall remain on the construction site while the site is under construction
during working hours, commencing with the initial construction activity and ending with termination
of coverage under the General Construction Permit (Notice of Termination).

Changes. Whenever there is a change in construction ot opetations which may affect the discharge
of pollutants, the SWPPP shall be amended with the County and RWQCB.

€] The SWPPP shall be amended if the permit holder violates any standard in this Section ot 2
condition of the General Construction Permit or has not achieved the general objective of
reducing or eliminating pollutants in stormwater discharges. If the County and/or RWQCB
determines that the permit holder is in violation of this ordinance ot the General
Construction Permit, the SWPPP shall be amended and implemented in a timely mannet,
but in no case more than 14 calendar days after notification by the County and/or RWQCB.
All amendments shall be dated and directly attached to the SWPPP.

2 The County and/or RWQCB may requite the permit holdet to amend the SWPPP.

23.05.046 - Groundwater Recharge

a.

Requirements. Groundwater recharge elements must be included in the project design to mitigate
the impacts on recharge caused by the reduction in the permeability of soil ateas on the site, except
when any of the following site characteristics exist:

1 High groundwater in the area limits the effectiveness of recharge efforts or enhancin
gh gr 2 2
groundwater recharge would create additional problems related to high groundwater.

) The entire site being developed is shown to contain impervious soils that would not benefit
from recharge efforts.

3) There is a known geologic instability that would be negatively impacted by increased
groundwater recharge.

@ It can be demonstrated that no additional runoff will occur from the development.

) Federal or state regulations prohibit recharge.

Groundwater recharge. All areas on the project site that will become impetvious or will have their
soil permeability impaired (such as compaction of soil under an all weather driveway) must be

mitigated to the maximum extent practicable with recharge enhancement elsewhete on the patcel.
Offsite mitigation is a secondary alternative.
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a. Grading standards.

M

Excavation standards. All excavations ate to be conducted in compliance with the
provisions of Sections 3304 through 3318 of the 1997 Uniform Building Code Appendix 33
and the following standards:

@

(i)

(iii)

(iv)

™)

No excavation shall be made with a cut face steepet in slope than two hotizontal to
one vertical, except under one or more of the following conditions.

(a) The Director may permit an excavation to be made with a cut face steeper
than two horizontal to one vertical if the applicant provides a slope stability
analysis prepared by a geotechnical engineer or engineering geologist that
the material making up the slope of the excavation and the undetlying earth
material is capable of standing on a steeper slope, and a certified soil and
erosion control specialist or other qualified professional indicates, in
writing, that either it is feasible to mitigate erosion and sedimentation
impacts and that successful revegetation of the site with native plants can
be accomplished or that due to the natute or composition of the cut slope,
erosion and sedimentation measures and revegetation ate unnecessary.

(b) A retaining wall or othet approved support which also mitigates visual
impacts of the device is provided to support the face of the excavation.

The Director may requite an excavation to be made with cut face flatter in slope
than two hotizontal to one vertical if a slope stability analysis ot other appropriate
method of review indicates that the material in which the excavation is to be made is
such that the flatter cut slope is necessaty for stability, safety, ot to prevent erosion
and sedimentation and stormwater impacts.

No cut slope shall exceed a height of 25 feet without intetvening tetraces having a
minimum width of six feet. These tertaces shall be vertically spaced at intervals of
25 feet except that for slopes less than 40 feet in vertical height the tetrace shall be
approximately at mid-height. Suitable access shall be provided to permit cleaning
and maintenance. The Director may modify this requirement because of geologic or
other special conditions.

The border of all cut slopes shall be rounded off to a minimum radius of five feet to
blend with the natural terrain.

All cut slopes shall be within parcels under common ownetship unless written
permission is granted by the adjacent owner.
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) Fill standards. All fills are to be conducted in compliance with the provisions of Section
3313 of the 1997 Uniform Building Code Appendix 33 and the following standards:

@) No fill shall be made which creates any exposed sutface steeper in slope than two
horizontal to one vertical, except under one or mote of the following conditions:

(a) A retaining wall or other approved suppott is provided to support the face
of the fill which also mitigates visual impacts of the device.

(a) The Ditector may petmit a fill to be made which cteates an exposed surface
steeper in slope than two horizontal to one vertical (2:1) if a geotechnical
engineering report demonstrates that slope stability will be ensured. The
geotechnical engineer shall certify that the strength characteristics of the
material to be used in the fill are such as to produce a safe and stable slope
and that the areas on which the fill is to be placed ate suitable to support
the fill. Additionally, a certified soil and etosion control specialist or other
qualified professional shall indicate in writing that it is feasible to prevent
erosion and sedimentation impacts, and successful revegetation of the site
can be accomplished. All such reports ate subject to the approval of the
Director.

(ii) The Director may require that fill be constructed with an exposed surface flatter
than two hotizontal to one vertical (2:1) if a slope stability analysis or other
appropriate method of review indicates that such flatter sutface is necessaty for
stability, safety, or to prevent erosion and sedimentation impacts.

(iif)  Unless specified as a non-structural land reclamation, erosion control, ot agticultural
fill, all fills shall be placed, compacted, inspected, and tested in compliance with the
following provisions:

(a) The natural ground surface shall be prepared to receive fill by removing
vegetation, non-complying fill, topsoil and other unsuitable materials. The
surface shall be scarified to provide a bond with the new fill and where
slopes are steeper than five horizontal to one vertical (5:1) and the height is
greater than five feet, by benching into sound bedrock ot other competent
material as determined by the soils engineer. The bench under the toe of a
fill on a slope steeper than five hotizontal to one vertical (5:1) shall be at
least 10 feet wide. The area beyond the toe of fill shall be sloped for sheet
overflow or a paved drain shall be provided. When fill is to be placed over
a cut, the bench under the toe of fill shall be at least 10 feet wide, but the
cut shall be made before placing the fill. The soils engineer, engineering
geologist, or both, shall certify that the bench is a suitable foundation for
the proposed fill.
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(b) Except as otherwise petmitted by the Directotr, no rock or similar
irreducible material with a maximum dimension greater than six inches shall
be buried or placed in fills. No otganic matetial shall be permitted in
structural fills. The Director may permit placement of latger rock when the
soils engineer propetly devises a method of placement, continuously
inspects its placement, and approves the fill stability. The following
conditions shall also apply:

1. Prior to issuance of the grading permit, potential rock disposal
areas shall be identified on the grading plan.

2. Rock sizes greater than six inches in maximum dimension shall be
10 feet or more below grade, measured vertically.

3. Rocks shall be placed so as to assure filling of all voids with well-
~ graded soil.

() A fill shall be spread in a seties of hotizontal lifts as specified by the
geotechnical engineer or other approved professional approved by the
Director. The distribution of matetial throughout each layer shall be free of
lenses, pockets or layers of material differing substantially in texture or
gradation from the surrounding material. All material shall be compacted
into a fill of uniform moisture and density as specified in Subsection

a(2)(iif)(d)-

(@ All fills shall be compacted to a minimum of 90 percent of maximum
density as determined by ASTM D 1557-(latest edition) or other approved
testing method giving equivalent test results. Field density shall be
determined by ASTM D 1556-(latest edition) or other equivalent methods
approved by the Director.

(e) A field density test, as herein provided, shall be taken for each 24 inches of
fill, or portion thereof, measured vertically from the lowest point of the area
to be filled, and for each 200 cubic yards of fill placed unless a variation is
recommended by the Soils Engineer and approved by the Director. In
addition, in the case of a subdivision, field density tests shall be taken on
lots which receive fill based upon the recommendations of a soils engineer.
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Figure 5-A

® All fills regulated by the Grading Otdinance shall be tested for telative
compaction by a qualified geotechnical testing agency. Final reportts,
including a letter certifying compliance with the terms of the Grading
Ordinance, and the grading permit, setting forth densities, relative
compaction and other fill characteristics shall be prepared and signed by a
geotechnical engineer or soils engineer. This report shall be submitted to
and approved by the Director before any final approval of the fill is given
and before any foundation construction begins except for the digging of
trenches and placing of reinforcing steel.

(iv)  Fills toeing out on natural slopes which are steeper than two hotizontal to one
vertical shall not be permitted unless evaluated and approved by a geotechnical
engineer or engineering geologist.

) The botder of fill slopes shall be rounded off to a minimum tadius of five feet to
blend with the natural terrain.

A3) Grading setback standards. Cut and fill slopes shall be set back from site boundaries in
compliance with the provisions of Appendix Chapter 33 of the 1997 Uniform Building Code
and the following standards:

@) General. Setback dimensions shall be horizontal distances measured petpendicular
to the site boundary. Setback dimensions shall be as shown in Figure 5-A.
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(ii) Top of cut slope. The top of the cut slopes shall not be closer to a site boundary
line than one fifth of the vertical height of cut with a minimum of two feet and 2
maximum of 10 feet. The setback may need to be incteased for any required
interceptor drains or maintenance easements. The Director may approve
adjustments as a condition of the petmit, as required by individual site conditions.

(iii)  Toe of fill slope. The toe of fill slopes shall not be closer to the site boundary line
than one-half the height of the slope with 2 minimum of two feet and a maximum
of 20 feet. Where 2 fill slope is to be located neat the site boundary and the adjacent
off-site property is developed, ot site conditions watrant, special precautions shall be
incorporated in the work as the Director deems necessary to protect the adjoining
property from damage as a result of such grading. These precautions shall include,
but are not limited to the following:

(a) Additional setbacks.

(b) Provisions for retaining ot slough walls.

() Mechanical or vegetative treatment of the fill slope to minimize erosion.
(d) Provisions for the control of surface waters.
(e) Provisions for maintenance access.

(@iv) Modification of slope location. The Ditector may approve alternate setbacks.
The Ditector may requite an investigation and recommendation by a qualified
engineer, engineering geologist, ot etosion control specialist to demonstrate that the
intent of this Section has been satisfied.

\) Distance from property line. No cut or fill shall be made which is sufficiently
close to the property line to endanger any adjoining public or private property or
structures without supporting and protecting such propetty or structures from any
settling, cracking, ot other damage which might result.

) Landform alterations within public view cortidots. Grading, vegetation removal, and
other landform alterations shall be minimized on sites located within public view corridots.
Where feasible, contours of finished grading are to blend with adjacent natural terrain to
achieve a consistent grade and appearance.

) Grading near watercourses. Grading, dredging or diking shall not alter any intermittent or
petennial stream, or natural body of water, except as permitted through approval of a
County drainage plan and a streambed alteration petmit from the California Department of
Fish and Game issued under Sections 1601 or 1602 of the Fish and Game Code.
Watercourses shall be protected as follows:
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@) Watercourses shall not be obstructed unless an alternate drainage facility is
approved.

(ii) Fills placed within watercourses shall have suitable protection against erosion during
flooding.

(iif)  Grading equipment shall not cross or disturb channels containing live streams
without siltation control measures approved by the Public Works Director in place.

(iv)  Excavated materials shall not be deposited or stored in or alongside a watercourse
where the materials can be washed away by high water ot stormwater runoff.

b. Drainage standards. Designs for site area drainage and terraces shall be consistent with the Low
Impact Development (LID) Handbook and the following minimum standards:

® Design and construction. Drainage systems and facilities subject to drainage plan review
and approval that are to be located in existing or future public rights-of-way are to be
designed and constructed as set forth in the latest edition of the Public Works Depattment’s
Public Improvement Standards, o as per the project’s conditions of approval. Applicants
may request an adjustment pursuant to the Public Improvement Standards in order to allow
for a design that is more compliant with LID practices. Other systems and facilities subject
to drainage plan review and approval are to be designed in accordance with good
engineering practices. The design of drainage facilities in new land divisions and other new
development subject to Minor Use Permit or Development Plan approval shall maximize
groundwater recharge through on-site ot communitywide stormwater infiltration measures.
Examples of such measures include constructed wetlands, vegetated swales or filter strips,
small percolation ponds, subsutface infiltration basins, infiltration wells, and recharge basins.
Where possible, recharge basins shall be designed to be available for recteational use.

) Natural channels and runoff. Proposed projects ate to include design provisions to retain
natural drainage patterns and, when required, limit peak runoff to pre-development levels.
To the maximum extent feasible, all drainage courses shall be retained in, or enhanced to
appeat in, a natural condition, without channelization for flood control. On downhill sites,
encourage drainage easements on lower properties so that drainage can be released on the
street or other appropriate land atea below.

(3. Best Management Practices (BMPs). All new development subject to drainage plan
treview shall use BMPs to addtess polluted runoff. BMPs shall be consistent with the
guidance found in documents such as the LID Handbook. Such measures shall include, but
not be limited to: minimizing the use of impervious surfaces (e.g., installing pervious
driveways and walkways); ditecting runoff from roofs and drives to vegetative strips before it
leaves the site; and/or managing runoff on the site (e.g., percolation basins); and other Low
Impact Design (LID) techniques. The installation of vegetated roadside drainage swales shall
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be encouraged and, if used, calculated into BMP requitements. The combined set of BMPs
shall be designed to treat and infiltrate stormwater runoff up to and including the 85th
petcentile storm event. The BMPs shall include measures to minimize post-development
loadings of total suspended solids.

Runoff volume. Runoff conveyance systems shall be capable of carrying the computed
runoff volume from a 25-year frequency storm or greater if deemed necessary by the Public
Works Director. This may be reduced to a 10-year storm for small watersheds.

Interceptors.  Concrete ditches, bio-swales or other approved methods capable of
intetcepting surface runoff watets shall be installed along the top of all cut slopes where the
tributary drainage area has a slope 10 percent or greater and a horizontal projection greater
than 40 feet.

Berms. Berms or drainage divides at least one foot high and three feet wide at the base shall
be constructed at the top of all fill slopes where runoff would be directed towatds the top of
fill.

Over side drains. Over side drains shall be of concrete or corrugated metal pipe having a
diameter tequired by runoff calculations, but not less than eight inches, and shall be aligned
so as to minimize velocity at discharge points. Alternate designs, such as LID methods,
approved by the Public Works Director may be permitted.

Inlets. Inlets shall be constructed of galvanized iton, or approved equivalent, and shall be
provided with overflow structutes.

Outlets. Outlet structures shall be provided with approved velocity reducers, diversion
walls, rip-rap, concrete aprons or similar energy dissipaters where necessary and aligned to
minimize downstream erosion and reasonably maximize recharge at discharge points, and
shall be approved by the Public Works Director.

Dispersal structures. An approved drainage dispersal structure shall be constructed
wherever it is necessaty to convert channel flow to sheet flow.

Sensitive habitat and groundwater protection. Runoff from roads and development shall
not adversely affect sensitive habitat, groundwater resoutces and downstream areas, and shall
be treated to remove floatable trash, heavy metals and chemical pollutants as necessary priot
to discharge into sutface ot groundwater.

Groundwater recharge methods. New development shall identify all methods to enhance
groundwater recharge.

Impervious sutfaces. New development shall be designed to minimize the amount of
impetvious surfaces in order to maximize the amount of on-site infiltration.
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Rain gutters. Approved rain gutters shall be provided to receive all roof water and dispose
of the water in a groundwater enhancing and non-eroding manner where the Director
determines it to be necessaty because of steepness of slope or presence of erodible matetials.
Ditect connection of rain gutter outlets to impervious sutfaces shall be minimized.

Building site drainage. All graded building pads shall slope a2 minimum of five percent for
ten feet to an approved drainage device, or as approved by the Director. The drainage
device shall be an approved system which conducts the water to a street, recharge atea or
drainage way. The top of footing stems or finish floor, if a conctete slab, shall extend above
the top of street curb or inlet to the drainage device by a minimum of six inches plus two pet
cent of the distance from the footing to the drainage device ot curb. The Director may
allow two percent to be used, if, because of terrain ot soils, five petcent is not teasonably
attainable or necessatry.

Capacity of drainage devices. On graded sites, the Director may require that drainage
devices calculated to convey runoff from a 25-year frequency storm or greater be installed, if
deemed necessary to prevent erosion, to conduct stormwater around buildings ot structures
and to the nearest rechatrge area, drainage way, or as approved by the Public Works Directot.

Appearance of drainage or recharge devices. Where drainage devices are highly visible
from the street or located in the public viewshed, they shall be shielded from view, if
practical. Whete visible, drainage devices shall be compatible with the chatacter of the area
and the existing topography. Exposed concrete ovetside drains are prohibited within these
situations unless a visual analysis indicates the prohibition to be unnecessary. If they are
visible, the size shall be the minimum necessary to handle drainage and ensure ability to
maintain all drainage devices which collect from the slopes, and shall convey drainage by
means of underground pipes or rock-lined ditches or othet approved materials to blend with
the natural topography in character, color and design. Transitions from natural drainage
courses to developed areas shall be accomplished with comparable landscaping and grading
to blend with existing topography. Detention, retention, ot recharge basins shall be designed
as a visual and/or recreational amenity within a project whenever practical.

Areas subject to flooding. Buildings ot structures are not permitted in an area determined
by the Public Works Director to be subject to flood hazatd by inundation, ovetflow, high
velocity flows or erosion, except where the buildings ot structures comply with the standards
in Sections 23.07.060 et seq., and provisions are made to eliminate identified hazards to the
satisfaction of the Public Works Ditector. These provisions may include providing adequate
drainage facilities, protective walls, suitable fill, raising the floot level of the building or
structure, or other means. The building and other structures (including walls and fences)
shall be placed on the site so that water ot mud flow will not be a hazard to on- or off-site
structures or adjacent property. In the application of this standard, the Public Wotks
Director shall enforce as a minimum the current federal flood plain management regulations
as defined in the National Flood Insurance Program authotized by United States Code Title
42, Section 4001-4128 and contained in Title 44 of the Code of Federal Regulations, Part 59
et seq., which are hereby adopted and incorporated into this Title by reference as though
they wete fully set forth here.

Design of flood proofing measures. Flood proofing measures required by the Public
Works Director shall be designed by a licensed architect or registered civil engineer.
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Sub-drains. The Director may require the installation of approved sub-drains in areas
where underground water is anticipated.

Runoff computations. Runoff computations may be made by the “rational method”
except whete specific methods for calculating individual residential retention basins have
been adopted or with the approval of the Public Wotks Ditector.

Alternate designs. Alternate designs which provide equivalent safety and are approved by
the Public Works Director may be used in lieu of those contained in this Section.

Hydromodification control. If the Director or Public Works Director has determined that
the project could cause off-site erosion ot adverse impacts to beneficial uses as a result of an
increase in runoff rates and/or duration, the project shall incorporate site design Best
Management Practices (BMPs) and, if necessary, structural and/ot treatment control BMPs
in order to match estimated post-development discharge rates as closely as possible to the
estimated pre-development discharge rates..

Development adjacent to coastal bluffs, Stormwater outfalls that dischatge to the bluff,
beach, intertidal area, or marine environment ate prohibited unless it has been demonstrated
that it is not feasible to detain the stormwater on-site, ot direct the stormwater to petvious
land areas or the street, without causing flooding ot erosion. In such instances, stormwater
outfalls shall include filtration and treatment systems necessaty to ptotect coastal water
quality, be screened from public view using underground pipes and/ot native vegetation
screening of local stock, and receive all applicable agency approvals. Consolidation of
existing outfalls shall be pursued whete feasible. The drainage plan shall incotporate all
reasonable measures to minimize increased erosion to the coastal bluff as a result of
development.

c. Erosion and sedimentation control standards. When requited by Section 23.05.042 or elsewhere
in this Title, erosion and sedimentation control plans, and implementation theteof, shall comply with
the following standards:

@)

@

€)

Exposed man-made slopes shall be planted in permanent native vegetation to prevent
erosion unless determined by the Director to be unnecessaty.

Grading limits shall be staked out as shown on the approved plans befote site disturbance
begins. All land disturbance shall be restricted to this area.

All cuts, fills, and distutbed areas shall be planted, mulched and maintained, or otherwise
protected from the effects of stormwater runoff and wind erosion. Permanent ot tempotary
soil stabilization must be applied to denuded areas within 15 days after final grade is reached
on any portion of the site. Denuded areas which may not be at final grade but which will
remain undisturbed for longer than 60 days shall also be stabilized within 15 days. All
mulching shall provide the same protection as that resulting from the application of two tons
of straw mulch per one acre of surface area. All disturbed or denuded area created duting
the period between October 15 and April 15 of the following year shall be mulched or
equally protected before quitting time each day.

Public Hearing Draft Stormwater Ordinance May 29, 2013

Page 79 of 112

Page 92 of 179




@

®)

O

™)

®

)
10

)

(12

13)

(15)

(16)

Attachment B-7

2-93

All permanent slopes over thtee feet high shall be permanently revegetated with native
plants to achieve a minimum of 70 petcent coverage at 24 months. All slopes shall be
maintained to assure the success of the plant material and the maintenance of the slope.

A minimum of one (1) one-gallon shrub shall be planted per 100 square feet of slope area
whete shrubs are appropriate to the area unless equivalent alternate measures are approved
by the Dire